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. PURPOSE AND SCOPE

This Annual Report was assembled to detail the activities in Anne Arundel County, from October
2012 through June 2013, that demonstrate compliance with the National Pollutant Discharge
Elimination System (NPDES) Municipal Separate Storm Sewer System (MS4) permit terms
provided by 40 CFR 122.42(c). It describes the components of the stormwater management
program, the implementation status, and proposed revisions to the program.

This report also summarizes the monitoring programs implemented by Anne Arundel County,
including data collection and analysis. Digital data and specific reports for the major programs
conducted during the reporting term can be found within the Appendices.

Activities described in this report were performed in compliance with the permit that expired on
November 8, 2009 while the conditions of the new permit were being negotiated. The new permit
became effective on February 12, 2014, after the close of this reporting period. However, in
preparation for the transition to the new permit terms, digital data have been provided, to the extent
possible, in the updated format detailed in Attachment A of the new permit.
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1. IMPLEMENTATION STATUS - STORMWATER MANAGEMENT PROGRAM

Anne Arundel County has developed a detailed stormwater management program to address the
requirements outlined in the County’s NPDES MS4 permit. The major components of the
stormwater program were not changed during the 2013 reporting year. These nine major
stormwater management program areas were designed to meet the NPDES MS4 permit require-
ments and improve water quality within the County’s waterways. These program areas include:

e Watershed Master Planning;

Infrastructure Inventory;

e Monitoring;

e Preventative Maintenance;

e lllicit Connection Detection and Elimination;

e lllegal Dumping and Spills;

e Erosion and Sediment Control;

e Public Education and Outreach; and

e Reduction of Pollution from Road Maintenance.
The County feels the above programs address the major water quality concerns within County
watersheds. Monitoring efforts have shown that the implementation of these programs results in
the improvement of water quality, which motivates the County to continue its dedication to these

programs. Efforts in the nine program areas during the reporting period are addressed under the
appropriate permit conditions in Part 111 of this report.

2013 Annual NPDES Report -1
Anne Arundel County



2008 Annual NPDES Report Hi-11-2
Anne Arundel County



I11.  STANDARD PERMIT CONDITIONS

A. Permit Administration

Anne Arundel County shall designate an individual to act as a liaison with the Maryland
Department of the Environment (MDE) and provide the coordinator’s name, title,
address, phone number, and email address. Additionally, the County shall submit to
MDE an organizational chart detailing personnel and groups responsible for major
NPDES program tasks. MDE shall be notified promptly and in subsequent annual
reports of any changes in personnel or organization relative to NPDES program tasks.

Status:

Coordination of Anne Arundel County’s NPDES MS4 permit was performed by the
Department of Public Works (DPW), Watersheds, Ecosystems, and Restoration Services
for the 2013 reporting year. The program coordinators for this reporting year are:

Ms. Ginger Ellis

Environmental Planning Administrator
Watersheds, Ecosystems, and Restoration Services
Anne Arundel County Department of Public Works
2662 Riva Road, MS 7301

Annapolis, MD 21401

410-222-4240

pwellil6@aacounty.org

Ms. Janis Markusic

Program Manager

Watersheds, Ecosystems, and Restoration Services
Anne Arundel County Department of Public Works
2662 Riva Road, MS 7301

Annapolis, MD 21401

(410) 222-4240

pwmark02@aacounty.org

Figure 1 shows the organizational chart for the 2013 reporting year.
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Laura A. Neuman

County Executive

y

Ronald E. Bowen, P.E.

Director
Department of Public Works

A

Christopher J. Phipps, P.E.

Deputy Director
Bureau of Engineering

A

Ginger Ellis

Environmental Planning Administrator
Watershed, Ecosystems, and
Restoration Services

A 4

Janis Markusic

Program Manager
NPDES MS4 Permit Program

Figure 1. Organization Chart for NPDES Permit Administration (10/2012 through 6/2013)
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Additional County staff members responsible for projects related to compliance with the
NPDES MS4 Permit are listed below.

Department of Public Works:

e Doug Burkhardt, Engineer Manager
Bureau of Engineering, Technical Engineering
Provides managerial support and oversight for geographic information systems (GIS)
data collection and geodatabase development activities associated with urban best
management practices and storm drain system records.

e Ramzi Bannura, Program Manager
Bureau of Highways, Infrastructure Management Division
Programs and maintains GIS databases for the closed storm drain system, associated
infrastructure databases, and the County’s roads inventory.

e Darryl Hockstra, Engineer Manager
Bureau of Highways, Infrastructure Management Division
Administers the Infrastructure Management Division and oversees the capital program
associated with stormwater management pond inspection and repair, emergency storm
drain and stormwater system inspection and repair.

e Andy Watcher, Engineer IlI
Bureau of Highways, Infrastructure Management Division
Inspects publicly owned storm drain infrastructure and manages storm drain system
and structure repairs.

e Rich Olsen, Program Specialist |1
Bureau of Highways, Infrastructure Management Division
Inspects and maintains a subset of urban stormwater best management practices
(BMPs) that are the responsibility of DPW.

e Alex Baquie, Assistant Chief Road Operations
Bureau of Highways, Road Operation Division
Administers the County’s Road Operation Division; maintains the Bureau’s permit
coverage under the MDE General Permit No. 12-SW (General Discharge Permit for
Stormwater Associated with Industrial Activity); develops and implements Stormwater
Pollution Prevention Plans (SWPPPs) associated with Road Operations district yard
facilities; documents the use of pesticides, herbicides, fertilizers, and de-icing materials
associated with road maintenance activities; implements the County’s street sweeping
and inlet cleaning programs; conducts roadside litter clean-up activities; provides
support for volunteer watershed and stream clean-up activities.
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e Rick Fisher, Senior Engineer

Bureau of Engineering, Watershed, Ecosystem & Restoration Services

Administers the Watershed Assessment Program; manages watershed assessment
contracts; manages the technical engineering and water quality models in support of
NPDES MS4 Permit activities and the County’s Phase Il WIP; coordinates data,
tracking and reporting of impervious surface reduction and pollutant load credit;
manages the County’s impervious surface and land cover GIS layers; and documents
the locations and descriptions of watershed restoration projects.

e Jeff Cox, Engineer Il
Bureau of Engineering, Watershed, Ecosystem & Restoration Services
Maintains, updates, and provides quality control of GIS data layers (e.g., impervious
surfaces, land cover) that support the engineering and water quality models utilized for
supporting NPDES activities.

e Ken Pensyl, Engineer Il
Bureau of Engineering, Watershed, Ecosystem & Restoration Services
Manages design and construction of watershed restoration projects.

e Dennis McMonigle, Engineer 1l
Bureau of Engineering, Watershed, Ecosystem & Restoration Services
Manages design and construction of watershed restoration projects.

e Ken Weeks, Engineer Il1
Bureau of Engineering, Watershed, Ecosystem & Restoration Services
Manages design and construction of watershed restoration projects.

e Chris Victoria, Planner Il
Bureau of Engineering, Watershed, Ecosystem & Restoration Services
Provides consultant oversight for stormwater monitoring, biological monitoring, and
geomorphic assessment of County stream reaches including those identified in Part H.
Assessment of Controls. Assists Program Manager with implementation of the Illicit
Discharge Detection and Elimination (IDDE) Program.

e Noelle Anuszkiewicz
Bureau of Utility Operations
Responsible for maintaining the Utilities Operations facilities’ permit coverage under
the MDE General Permit No. 12-SW (General Discharge Permit for Stormwater
Associated with Industrial Activity) and the development/implementation of SWPPPs
associated with Water Reclamation Facilities.
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e Rhody Holthaus
Bureau of Waste Management Services
Responsible for maintaining the Waste Management Services facilities’ permit
coverage under the MDE General Permit No. 12-SW (General Discharge Permit for
Stormwater Associated with Industrial Activity), and for the development and
implementation of SWPPPs associated with the County’s three landfill facilities.

Office of Planning & Zoning:

e Chris Soldano, Assistant Planning & Zoning Officer
Development Division
Oversees components of the County’s Stormwater Management Program to ensure
consistency with State requirements, including the updating of County stormwater
legislation and of the County’s Stormwater Practices and Procedures Manual.

e David Braun, Chief Engineer
Development Division
Oversees the review of stormwater management on new development and
redevelopment projects.

Department of Inspections & Permits:

e John Peacock, Chief of Environmental Enforcement
Environmental Programs
Administers the County’s Stormwater Management Program and the County’s Erosion
and Sediment Control Program to ensure compliance with State regulations. Tracks,
inspects, and enforces all permits for private and public stormwater management BMPs
related to new development and redevelopment projects. Oversees triennial inspection
of stormwater BMPs. Tracks development projects disturbing more than one acre and
reports this information to MDE as required by the Program and the NPDES MS4
Permit. Oversees staff who respond to County Environmental Compliance Hotline and
provides follow-up enforcement for IDDE Program.

e Vernon Murray, Inspector
Coordinates and conducts the “responsible personnel certification” classes beginning
in 2013.

Anne Arundel Soil Conservation District:

e Jim Stein, District Manager
Coordinated the “responsible personnel certification” classes through 2012.
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B. Legal Authority

Adequate legal authority shall be maintained in accordance with NPDES regulations 40
CFR 122.26(d)(2)(i) throughout the term of this permit. In the event that any provision
of its legal authority is found to be invalid, the County shall make the necessary changes
to maintain adequate legal authority.

Status:

Anne Arundel County maintained the authority to comply with the terms of this permit,
which included implementation of the 2000 Maryland Stormwater Design Manual, under
Article 21 of the County Code until 2005. MDE conducted a review of the County’s
stormwater program in the summer of 2005, and found the County’s legal authority to be
acceptable.

In late 2005, the County Code was revised, and authority for the County’s stormwater
management and erosion and sediment control programs were placed under Article 16.
These revisions were not reviewed by MDE at that time; however, adequate legal authority
was maintained.

Following these revisions, the County began a review of the existing Code to determine
what revisions were required to maintain continued authority. After the passage of the 2007
Stormwater Management Act, the County prepared changes to Articles 16, 17, and 18 of
the County Code, included implementation of the revised MDE Stormwater Design
Manual into the County Code, and submitted the new documents to MDE for review in
September 2009. Several drafts of the revisions were submitted to MDE to address
comments.

Revised Article 16 contains the stormwater management program and erosion and
sediment control regulations. Article 17 contains the subdivision and development require-
ments. Article 18 contains the zoning regulations. After a public hearing was held on
August 2, 2010, revised Articles 16, 17, and 18 became effective in November 2010. A
copy of the final approved Bill and other documentation were provided in a prior years’
annual report.

The County Stormwater Management Practices and Procedures Manual was updated and
became effective on November 22, 2010. The Practices and Procedures Manual and revised
Articles 16, 17, and 18 were subsequently submitted to MDE for review. A letter was
received from MDE in September 2011 stating that Article 16 and the County Stormwater
Management Practices and Procedures Manual have been approved.

The entire County Code, including Article 16, can be found online through the County
website at http://www.aacounty.org/CountyCode/index.cfm, under the link for the County
Code.
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C. Source ldentification

Sources of pollutants in stormwater runoff shall be identified and linked to specific water
quality impacts on a watershed basis. This process shall be used to develop watershed
restoration plans that effectively improve water quality. The following information shall
be submitted in geographic information system (GIS) format with associated tables as
required in PART 1V of this permit. All information shall be submitted annually except
where noted:

1. Storm Drain System: major outfalls, inlets, and associated drainage areas. In the
first annual report, a schedule shall be provided for completing drainage areas
to the storm drain system;

Status:

In 2008, Anne Arundel County completed its Countywide inventory of storm drain
inlets, manholes, outfalls, culverts, and pipes for all County watersheds. In 2013,
the County continued to capture updates for incorporation into the County storm
drain maps and the County GIS. Furthermore, the County continues to populate the
drainage area information for the County outfalls, following the watershed study
schedule as presented in Part I11.F of this permit. To maintain accuracy of the
closed storm drain system mapping, the County has been conducting a re-inspection
of the Countywide system on a regular basis. The storm drain inlet and outfall
database was prepared in the format required by MDE and is included in Appendix
A.

The County is able to identify which storm drain structures are outfalls by querying
the GIS for structures with no hydraulic connection to any other structure down-
stream. The County then focuses on these discharge points for delineation of
contributing drainage area. As of June 30, 2013, there are a total of 5,478 closed
storm drain outfalls in the County. As reported previously, the County has the
ability to delineate drainage areas and assess hydrologic conditions at any storm
drain outfall within the County. Currently, delineation of drainage areas to all storm
outfalls within eight of the twelve County watersheds (Severn, South, Upper
Patuxent, Magothy, Patapsco Non-Tidal, Patapsco Tidal, Bodkin Creek, and Little
Patuxent) has been completed. This drainage area coverage constitutes
4,249 structures out of the total 5,478 closed storm drain outfalls.

As of June 2013, there are 1,412 major outfalls in the County. According to 40 CFR
122.26, a major municipal separate storm drain outfall is defined as an outfall pipe
with an internal diameter of 36 inches or greater or an outfall pipe with an internal
diameter of 12 inches or greater that receives storm water from industrially zoned
lands. In addition, as of June 2013, there are 34,522 storm drain inlets.

In 2010, the County completed the delineation of drainage areas to all outfalls
within the Little Patuxent Watersheds. Mapping showing these outfalls and their
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drainage areas was submitted with a previous annual report. A GIS layer containing
outfalls and the drainage areas for the Severn, South, Magothy, Upper Patuxent
River, Patapsco Non-Tidal, Patapsco Tidal, and Bodkin Creek Watersheds was
provided in the 2007, 2008, and 2009 reports. The GIS layer will be reviewed and
updated on an annual basis, and as a result of re-inspections, to reflect future
development and retrofits.

The County will continue to develop drainage areas for outfalls as the watershed
assessments are completed.

2. Urban Best Management Practices (BMP): stormwater management facility data
including locations and delineated drainage areas;

Status:

Anne Arundel County Department of Inspections & Permits (1&P) maintains the
Urban BMP Database, which contains information related to all stormwater
management BMPs subject to inspection by the County.

The Urban BMP Database provided in Appendix A reflects the on-going effort to
improve the quality of Anne Arundel County’s BMP data. The total number of
BMP records has increased by 16 to 10,306 in 2013. The 10,306 BMPs are BMPs
that we can confirm as having either an approval date or completion date. To
comply with Attachment A of the new permit that went into effect in February
2014, the County has been correlating the structure types listed in the Manual with
the new and updated structure types within the database. One of the newer
treatments, Step Pool Storm Conveyance (SPSC) systems, now has a unique code
under “Alternative MS4 BMPs.” It is unknown how these systems will be
categorized in the future, so they are called out separately for now with
undetermined pollutant removal efficiency. Other treatment types, such as
plantings and redevelopment, are no longer structure types defined in Attachment
A of the Permit. These were left unchanged for this report and will be categorized
during the next reporting period under the new permit.
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3. Impervious Surfaces: aschedule shall be provided for delineating controlled and
uncontrolled impervious areas;

Status:

During the 2013 reporting year, the County continued to implement the previously-
established program for delineating controlled and uncontrolled impervious area.
The program requires accurate inventory of five main GIS elements.

e The Countywide impervious cover (Polygon Feature Dataset).

e Urban stormwater BMP facility types (Point Feature Dataset) with attribute
information for the drainage area treatment.

e A GIS layer depicting non-County controlled lands within Anne Arundel
County jurisdictional boundaries. Because the County is responsible for
assessing the controlled/uncontrolled imperviousness for County owned
lands and private lands directly under the jurisdiction of the County, a GIS
layer depicting the non-County controlled lands is necessary to quantify the
County’s controlled/uncontrolled imperviousness.

e An inventory of environmental retrofit and enhancement projects (e.g.,
capital improvement projects) that are not reflected in the Urban BMP
inventory.

e The area of residential rooftops that are disconnected from impervious
surfaces. A residential rooftop is considered disconnected if it is located on
a parcel greater than %2 acre in size. It is presumed that the % acre size of
the parcel would allow for a 75-foot flow path across pervious surface with
less than a five percent slope. Such a flow path meets the requirement of
impervious disconnection.

Impervious Cover

The impervious surface layer is crucial to the County’s Watershed Management
Tool (WMT). The WMT consists of many watershed analysis models for
characterizing the existing conditions of the watershed. The WMT also provides
predictive modeling for future conditions, restoration approaches, and preservation
scenarios. These models are fully integrated with GIS and currently use the 2011
impervious layer for many different watershed and planning analyses, including
hydrologic analysis, Rosgen Level 1 stream classification, pollutant loading
estimates, and stream sediment loading estimates.

In previous reports Anne Arundel County described in detail the methods used to
determine impervious surfaces. Over the years, the County has made great efforts
to refine its analysis of impervious surfaces. In 2011, the decision was made to
continue this refinement and utilize the County planimetric GIS layer, which was
enhanced for the purpose of analyzing impervious surface by adding additional
classes, such as decks, driveways, patios, rails, and other paved areas. These data
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were captured using 6-inch pixel resolution as part of the statewide imagery capture
in spring 2011. This new method greatly improved the ability to accurately
delineate and calculate impervious surface area. Figure 2 illustrates the comparison
between the 2011 and 2007 impervious surface datasets, showing that previous
years’ impervious surfaces delineations have been over estimated. As a result the
dataset’s improved accuracy, values reported for impervious surfaces in the 2012
were lower than in previous annual reports.

The County anticipates updating its 2011 impervious surface dataset utilizing
imagery captured in the 2014 statewide aerial orthophotography capture. Once the
imagery has been processed and delivered, it is anticipated that it will take six
months to update the impervious surface dataset.

2011 Impervious Surfaces

2007 Impervious Surfaces

Figure 2. Comparison of 2011 and 2007 Impervious Surface Datasets

Non-Jurisdictional Land within the County

For NPDES reporting, the County is responsible for accounting for all impervious
and BMP information pertaining to County-owned land and private lands directly
under the jurisdiction of the Anne Arundel County government. The City of
Annapolis, the Baltimore Washington International Thurgood Marshall Airport
(BWI), Fort George G. Meade (FGGM), the Patuxent Research Refuge, State
Highway and Federal Highway roads, State and Federal facilities are examples of
land areas that are outside the stormwater authority of Anne Arundel County. Using
the County’s parcel layer along with the Consolidated Property File (CPF), a GIS
layer of parcels not considered the responsibility of Anne Arundel County was
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developed. Data analyses indicate that approximately seven percent of the land
within the County boundary is owned by the State Government, eight percent is
owned by the Federal Government, 12 percent is owned by the County local
government, and 72 percent is privately owned, including land within the
jurisdiction of the City of Annapolis. Digging deeper into this information reveals
that approximately 21 percent of the impervious acreage in Anne Arundel County
is outside the jurisdictional authority of the County with respect to stormwater
management. A breakdown of impervious surfaces within Anne Arundel County is
listed in Table 1.

Disconnected Impervious Surfaces - Not Captured as Urban BMPs

As discussed in previous annual reports, the difficulty in quantifying controlled
versus uncontrolled impervious surface lies in the challenge of understanding and
documenting the benefits of disconnected impervious surfaces, non-structural
BMPs, and conservation land management strategies as mitigation for impervious
impacts. Many developments built prior to stormwater management regulations
include open section roadways, disconnection of the rooftops, swales, and open
channels, all of which may be providing a degree of water quality treatment per
MDE stormwater management (SWM) regulations. In order to quantify these
credits, the County has estimated the area of rooftop disconnects by assuming the
rooftop area on residential lots larger than one-half acre is disconnected. The
assumption is that rooftop runoff on these lots may travel at least 75 feet over a
pervious surface with a slope less than five percent and meet the disconnection
requirements. Because the County has already developed an impervious cover GIS
layer, the residential rooftop areas are already delineated. Using this information,
the impervious area associated with those rooftop polygons are summed to
determine the area of residential rooftop disconnect. This method differs from the
previously reported method of actually measuring the flow path length and slope
using our DEM model. Although the previously described method is considered
more accurate, the time constraints of developing the Chesapeake Bay TMDL
Watershed Implementation Plan required us to devise a different method. To be
consistent with our Watershed Implementation Plan, we have changed the method
for estimating rooftop disconnect area in our annual report as well.

The County is also investigating a means of quantifying the benefit of other
environmental site designs, such as open section roadways, water quality swales,
sheet flow to buffers, and other natural conservation measures that are not typically
captured in the impervious surface layer or in the urban BMP database.

Based on the information and assumptions presented above, the controlled versus
the uncontrolled impervious cover for the Severn, South, Magothy, and Upper

2013 Annual NPDES Report 11-13
Anne Arundel County



Table 1. Land Cover and Impervious Distribution by Land Ownership/Jurisdiction

Anne Arundel Countyj City Of. State | Federal | County | Private City Of. State | Federal| County | Private City Of. State | Federal [ County | Private

Land Cover Annapolis Annapolis Annapolis

Categories Land Acres Impervious Acres Percent Impervious
Airport 0 1,032 0 68 105 0 844 0 48 74 0% 82% 22% 71% 70%
Commercial 978 691 1,609 1,877 7,403 636 331 967 1,076 4,946 65% 48% 60% 57% 67%
Industrial 21 512 365 424 3,919 13 285 166 192 2,420 61% 56%|  46%|  45% 62%
Transportation 189 3,775 928 3,057 1,688 145 2,794 528 1,982 484 77% 74% 57% 65% 29%
Pasture/Hay 0 147 565 231 5,070; 0 1 4 5 18 0% 1% 1% 2% 0%
Row Crops 0 135 565 395 10,977 0 2 0 8 39 0% 1% 0% 2% 0%
Residential 1/2-acre 110 60 46 1,225 9,422, 28 14 11 644 1,708 26% 24% 24% 53% 18%
Residential 1/4-acre 1,786 99 129 2,783 14,694 640 14 33 1,614 3,384 36% 14% 25% 58% 23%
Residential 1/8-acre 568 132 678 3,309 15,395 242 33 211 1,830 4,664 43% 25% 31% 55% 30%
Residential 1-acre 46 108 21 909 10,513 9 13 1 376 1,483 19% 12% 7% 41% 14%
Residential 2-acre 35 224 58 1,207 22,187, 9 24 5 402 2,510 26% 11% 8% 33% 11%
Open Space 254 2,949 2,925 3,741 11,235 15 154 94 172 216 6% 5% 3% 5% 2%
Water 13 241 224 375 1,510 1 0 1 1 8| 4% 0% 0% 0% 1%
Open Wetland 1 280 107 397 794 0 0 0 0 1 0% 0% 0% 0% 0%
Forested Wetland 0 64 93 53 75 0 0 0 0 0 0% 0% 0% 0% 0%
Woods 523 9,028 12,922 12,762 70,303] 7 80 36 197 278 1% 1% 0% 2% 0%
Utility 0 39 216 75 1,600 0 2 1 6 30, 0% 4% 0% 7% 2%
SubTotal 4,523 19,516 21,452 32,888 186,889 1,745 4,591 2,058 8,552 22,263| 39% 24% 10% 26% 12%
Total 265,268 39,209 | 15%
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Patuxent River Watersheds was computed based on the following equation, using
the 2011 impervious area dataset:

where:

lu

IT
It
Inj

=1 (1, +1,)

= Total Uncontrolled Impervious Surface

Total Impervious Surface within the County
BMP-Treated Impervious Surface

= Impervious Surface within Non-Jurisdictional County Lands
Idi = Disconnected Impervious Surface as Outlined in the MDE Stormwater
Criteria

Refer to Table 2 for a summary of the statistical accounting of the controlled versus
uncontrolled impervious area in the County. Please note that the “Disconnected
Impervious Acres” column does not take into account areas that are already treated
by BMPs, thus there may be some credit duplication. A comprehensive accounting
system will be provided with the 2014 Annual Report, so the disconnected
impervious acres may be changed with the next report.

Table 2. Summary of Controlled vs. Uncontrolled Impervious Area
(Summary statistics do not include treatment from Restoration Activities)

Area in Acres

Non-
éggre]tArundel Jurisdictional Total Impervious
y 2011 BMP Disconnected Lands Uncontrolled | Acres Needing
Watersheds - . : : h
Total |Impervious| Impervious | Impervious | (Impervious | Impervious | Control by the
Acres Acres Treated Acres Acres) Acres County
Severn 44,248 8,269 2,108 675| 9,178 (2,532) 5,486 2,954
South 36,187 4,432 1,461 518 3,572 (732) 2,453 1,721
Upper Patuxent 22,590 1,263 349 177 5,326 (136) 737 601
Magothy 22,802 4,500 1,081 474 1,187 (278) 2,945 2,667
Patapsco Non-tidal 15,281 4,184 1,348 204| 4,843 (1,195) 2,632 1,437
Patapsco Tidal 30,852 8,639 1,833 272| 4,880 (1,569) 6,534 4,965
Bodkin 5,034 614 132 133 35(16) 349 333
Little Patuxent 27,752 4,347 955 359| 12,526 (1,577) 3,033 1,456
Complete by Complete by Complete by
Rhode 8,783 473 2014 70 2,095 (60) 2014 2014
Complete by Complete by Complete by
West 7,809 492 2014 76 506 (29) 2014 2014
. Complete by Complete by Complete by
Herring Bay 14,239 824 2015 107 547 (66) 2015 2015
. Complete by Complete by Complete by
Middle Patuxent 29,691 1,172 2016 188 819 (205) 2016 2016
2013 Annual NPDES Report 11-15

Anne Arundel County




4. Monitoring locations: locations established for chemical, biological, and physi-
cal monitoring of watershed restoration efforts and the 2000 Maryland
Stormwater Design Manual or other innovative stormwater management tech-
nologies approved by MDE;

Status:

a. Parole Plaza, Church Creek, and Picture Spring Branch

The County maintains three monitoring sites, Parole Plaza, Church Creek, and
Picture Spring Branch, where the required chemical, physical, and biological
monitoring of watershed restoration efforts and stormwater management
application is conducted. A summary of the 2013 permit year monitoring efforts at
these sites is found in Part I11.H, and the complete monitoring reports for the
reporting year are included in Appendix B (Chemical, Biological, and Physical
Characterization of the Church Creek and Parole Plaza NPDES Monitoring
Stations: 2013) and Appendix C (Biological and Geomorphological Conditions
in the Picture Spring Branch Subwatershed: 2013).

The shapefile contained in Appendix A gives the location of the Parole Plaza,
Church Creek, and Picture Spring Branch monitoring sites.

b. Countywide Biological Monitoring Program

In 2004, the County implemented a Countywide biological monitoring program.
Focusing on benthic macroinvertebrates and modeled after the Maryland Biological
Stream Survey (MBSS), the program uses a probability-based random sampling
approach so that overall watershed condition can be evaluated and comparisons
between different watershed units of the County can be made. A total of 24 Primary
Sampling Units (PSUs) are sampled in a five-year rotation called a Round. Round
One began in 2004 and ended in 2008. Round Two began in 2009 and concluded
during this 2013 reporting period.

A total of 50 sites were sampled in 2013; these sites were distributed among five
PSUs. All of the County’s PSUs, and the 8-digit hydrologic units in which they are
located, are summarized in Table 3; the Round 2 site locations are shown in Figure
3.
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Table 3. Listing of Areas Assessed During Round 1 (2004-2008) and the Proposed Schedule

for Round 2 (2009-2013) by 8-Digit Watershed Code
(PSUs sampled in 2013 are shaded blue)

Round One | Round Two
County Primary Year Year MDE 8-digit MDE 8-digit
Sampling Unit Sampled Sampled Watershed Code Watershed Name
Severn River 2004 2013 02131002 Severn River
Severn Run 2004 2011 02131002 Severn River
Lower Patapsco 2004 2012 02130906 Patapsco LNB
Middle Patuxent 2004 2010 02131104 Patuxent R. Upper
Ferry Branch 2004 2010 02131102 Patuxent R. Middle
Herring Bay 2005 2010 02131005 West Chesapeake Bay
Lyons Creek 2005 2013 02131102 Patuxent R. Middle
Stocketts Run 2005 2013 02131004 Patuxent R. Upper
Upper North River 2005 2011 02131003 South River
Lower North River 2005 2009 02131003 South River
Upper Magothy River 2006 2011 02131001 Magothy River
Hall Creek 2006 2012 02131102 Patuxent R. Middle
Bodkin Creek 2006 2011 02130902 Bodkin Creek
Marley Creek 2006 2009 02130903 Patapsco Tidal
Lower Magothy 2007 2013 02131001 Magothy River
Stony Run 2007 2010 02130906 Patapsco LNB
Upper Patuxent 2007 2011 02131104 Patuxent R. Upper
Piney Run 2007 2012 02130906 Patapsco LNB
Little Patuxent 2007 2009 02131105 Little Patuxent
Sawmill Creek 2008 2010 02130903 Patapsco Tidal
West River 2008 2009 02131004 West River
Rhode River 2008 2012 02131004 West River
Rock Branch 2008 2009 02131102 Patuxent R. Middle
Cabin Branch 2008 2013 02131102 Patuxent R. Middle

With Round Two concluded, the County can continue comparing conditions
between PSUs over time. Using statistical methods described in Roth et al. (2005),
the mean benthic index of biotic integrity (BIBI) scores for Round 1 and Round 2
were evaluated for the five sampling units assessed during the reporting period:
Cabin Branch, Lower Magothy, Lyons Creek, Severn River, and Stocketts Run.
Table 4 shows that the trends are mixed, with three PSUs showing some downward
movement in average BIBI score while two show upward movement. Only those
changes observed in Cabin Branch and Stocketts Run were considered statistically
significant, even though both the Lyons Creek and Severn River PSUs moved from
one qualitative class to another.

It should be noted that these trends, where they exist, are preliminary since they are
based upon only two data points. Continued sampling over the long term (15-
20 years) will provide insight into the ultimate trajectory of conditions in the
County’s watersheds. As work continues during the next reporting period,
additional analyses of the Round 1 and Round 2 data and results will be performed
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Figure 3. Location of All Round 2 (2009-2013) Primary and Alternate Random Biological

Sampling Sites (PSUs assessed during the reporting period are shaded in blue)
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to improve understanding of the stream conditions and benthic community health
both within and across watersheds.

Table 4. Comparison Between Round 1 and Round 2 Results for PSUs Assessed in 2013

Pr(ig“:urz dsfrggr':]g?i#g”it Mean Round 1 BIBI+1SE | Mean Round 2 BIBI+ISE | Condition
Year) (Narrative Condition) (Narrative Condition) Trend
Cabin Branch (2008) 2'%022')16 3':2:;;?,')25 Upward*
Lower Magothy (2007) Z?F?:(?r)l 5 2(1I31:c§)r)1 ! Downward
Lyons Creek (2005) Zzg:gr)z 5 3'(()223')31 Upward
Severn River (2004) 3_(22;?,)27 Zzg:gr)z 0 Downward
Stocketts Run (2005) 3'?&2%28 Z?S:gr)z 9 Downward*

* Significant difference observed between Round 1 and Round 2 results.

c. Town Center Water Quality Monitoring Program

DPW-WERS staff characterizes the impacts on receiving stream water quality from
Town Center drainage areas throughout the County. One continuous monitoring
station is maintained by the County on the Cowhide Branch tributary of Weems
Creek. As part of the Parole Town Center Area, Weems Creek has been monitored
since the late 1980s. Continuous flow data and rainfall are collected at this station,
and monthly stormwater and baseflow monitoring is performed at this site. In
addition, the County performs monthly baseflow monitoring at three other stations;
one station is located on Broad Creek and the other two are located on Picture
Spring Branch, a tributary of the Severn River. At all stations, a total of 18
parameters are sampled, including:

Calcium TKN Hardness

Copper NH3 Alkalinity

Lead TP Total Phenols*

Zinc TSS Oil and Grease*
Magnesium PO4 E. coli*

Iron COD VOC (EPA 624)*

BOD5 Turbidity *Cowhide Branch station only
NO3/NO2 TOC
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The highlights of the program during the reporting period:

1. A total of 7 storms were sampled at Weems Creek.

2. Atotal of 5 baseflow samples were collected at each of the four stations, for a
total of 20 samples.

The Chemical Monitoring Site Locations Database is included in Appendix A.

5. Watershed Restoration: restoration project descriptions and locations.

Status:

Watershed restoration/retrofit activities in the design or construction phase or
completed during the 2004 to 2013 fiscal years are included in Appendix A. The
table notes which projects are being claimed for water quality credits. Projects with
drainage areas that lie entirely within another project’s drainage area are referred
to as “nested.” The treated area for the nested projects was not included in the
treated impervious total, since credit for this area is given to the downstream
project. GIS layers depicting the location of these projects and the associated
drainage areas are also included in Appendix A.

D. Discharge Characterization

Anne Arundel County and ten other municipalities in Maryland have been conducting
discharge characterization monitoring since the early 1990s. From this expansive
monitoring, a statewide database has been developed that includes hundreds of storms
across numerous land uses. Summaries of this dataset and other research performed
nationally effectively characterize stormwater runoff in Maryland for NPDES municipal
stormwater purposes. These data shall be used by Anne Arundel County for guidance to
improve stormwater management programs and develop watershed restoration projects.
Monitoring required under this permit is now designed to assess the effectiveness of
stormwater management programs and watershed restoration projects developed by the
County. Details about this monitoring can be found in Part 111.H.

Status:

As part of the County’s watershed studies, Event Mean Concentration (EMC) data for the
Anne Arundel County urban land covers were compiled for various studied pollutants
(CWP 2005, CWP & VA DCR 2007, Pitt et al 2004). The EMC data are weighted mean
values derived from statistical assessment of pollutant concentrations measured for
multiple storm events. The data are currently utilized for assessing pollutant loadings using
the EPA Simple Method.

During the 2005 to 2013 reporting years, the EMC discharge characterization values were
applied to a wide array of land conditions to assist County staff, stakeholders, and decision
makers in addressing water quality concerns. The EMC data were used in the EPA Simple
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Method to model pollutant loads, correlate the results with the drainage area contributory
imperviousness, and develop pollutant loading goals associated with watershed and
subwatershed assessments, as well as individual water quality restoration projects.

During the 2011 Phase Il Watershed Implementation Plan (WIP) development, the County
reconciled its EMCs for various land covers with those used in the Chesapeake Bay
Program’s (CBP) Watershed Model (Version 5.3) such that the County’s pollutant load
modeling efforts would produce results analogous to those of the CBP Watershed Model.
Subsequently, these EMCs were used to characterize pollutant loading and develop
watershed restoration projects. Use of these reconciled EMCs will continue with future
watershed assessments. Table 5 presents the EMCs reconciled with the CBP Watershed
Model and used by the County.

Table 5. Event Mean Concentrations (mg/l) per Land Cover

Land Cover L EMC Used for WIP and Watershed Assessment Modeling

Code Description

TN TP TSS
OPS Open Space 1.15 0.15 34
UTL Utility 1.15 0.15 34
TRN Transportation 2.59 0.43 99
R18 Residential 1/8-acre 2.74 0.32 43
R14 Residential 1/4-acre 2.74 0.32 43
R12 Residential 1/2-acre 2.74 0.32 43
R11 Residential 1-acre 2.74 0.32 43
R21 Residential 2-acre 2.74 0.32 43
R20 Residential 20-acre 2.20 0.15 51
IND Industrial 2.22 0.19 77
COM Commercial 2.24 0.30 43
RWD Residential Woods 2.00 0.19 51

Recognizing that EMC values associated with the Bay Model may be updated in the
coming years, the County continues to monitor and incorporate updates into its watershed
modeling scenarios. Additionally, as pre-2011 watershed assessments are updated and
pollutant load models are re-run, the CBP Model values will be utilized in an effort to better
align the County’s pollutant loading estimates with the Bay Program and the Phase 11 WIP.
Lastly, the County recognizes the importance of keeping records denoting the EMC values
used in each of the pollutant loading characterizations undertaken as part of the watershed
assessments.

As noted in prior year reports, Anne Arundel County continues efforts to relate biological
condition metrics to watershed characteristics. The Watersheds, Ecosystems, and
Restoration Services (WERS) have collected certain aquatic benthic macroinvertebrate
biological data in all the major watersheds of the County as part of a variety of watershed
assessment work activities. The County uses a BIBI calibrated for the Coastal Plain
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physiographic region as a surrogate for system health, which is broadly defined as the
capacity of an ecosystem to support and maintain a biota that is comparable to that found
in natural conditions (Karr and Chu 1999). The County conducted benthic macroin-
vertebrate sampling and calculated BIBI scores at over 550 locations throughout the
County between 2002 and 2013.

Using the BIBI as a yardstick of ecological health, these data show that most streams and
rivers in Anne Arundel County are significantly impaired (KCI 2006, Millard et al. 2001,
Victoria and Markusic 2007, Roberts et al. 2006, Stribling et al. 2008a, Stribling et al.
2008b, Victoria et al. 2010.). A variety of factors are responsible for this situation.
However, many studies have shown that one of the most important factors in the
degradation of streams and rivers is the conversion of relatively open, permeable land to
developed, impermeable land uses. The hydrologic, geomorphic, ecological, and water
quality consequences of these conversions are well documented (Leopold 1994, Schueler
1987, Booth 1990, MDE 2000, Paul and Meyer 2001, and many others).

To better understand the ecological health conditions described above, comparisons of the
available biological information with the chemical, habitat, geomorphic, and hydrologic
data were developed to determine possible causal relationships. The initial intent of these
investigations was to develop management strategies that incorporate an understanding of
those watershed variables that might best explain current biological conditions. Then,
appropriate management activities that positively alter those watershed variables would be
prescribed, with the expected outcome of a healthier biological community.

During the 2013 reporting year, these comparisons and their outcomes were not signifi-
cantly changed from prior years. Data from the Countywide Biological Monitoring
Program and targeted watershed assessments continues to be used to further our
understanding of the relationship between the biotic community and the chemical, physical,
and hydrologic regimes that they encounter. The County refers the reader to the following
webpage for additional information on the Countywide Aquatic Biological Assessment
Program, and for the link to the Biological Conditions Summary Reports:
http://www.aacounty.org/DPW/Watershed/BioMonitor.cfm.

E. Management Programs

The following management programs shall be implemented in all areas served by the
Anne Arundel County municipal separate storm sewer system. These jurisdiction-wide
programs are designed to control stormwater discharges to the maximum extent
practicable and shall be maintained for the term of this permit such that they become
part of the routine operation of Anne Arundel County. Anne Arundel County shall
address any needed program improvements identified as a result of periodic evaluation
by MDE and annual self-assessment.
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1. Stormwater Management

An acceptable stormwater management program shall be maintained in
accordance with the Environment Article, Title 4, Subtitle 2, Annotated Code of
Maryland. At a minimum, Anne Arundel County shall:

a. Conduct preventative maintenance inspections of all stormwater manage-
ment facilities at least on a triennial basis. Documentation identifying the
facilities inspected, the number of maintenance inspections, follow-up
inspections, and enforcement action(s) used to facilitate inspection order com-
pliance, maintenance inspection schedules, and any other relevant information
shall be submitted in the County's annual reports;

Status:

The State and County Stormwater Management Codes require preventative
maintenance inspections once during the first year of operation and every three
years thereafter. For the reporting period, the following maintenance inspections
were performed:

e 441 First Year of Operation & Maintenance Inspections
e 879 Triennial Maintenance Inspections
e 87 Triennial Maintenance Correction Notices

The required first-year inspections are performed by the Area Erosion Control
Inspectors as part of the process for issuing grading permits. The first-year
maintenance inspection dates are reflected in the Maintenance Inspection column
of the Urban BMP Database. Grading permit Certificates of Completion are not
issued until all construction is complete and a passing first-year maintenance
inspection result is obtained.

For the reporting period the Department had one dedicated Stormwater
Management Maintenance Inspector position, which is responsible for performing
the triennial maintenance inspections and performing Illicit Discharge inspections.
The budget for the next fiscal year includes one new Stormwater Inspection
Supervisor and three new Stormwater Inspector positions.
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The scheduling of triennial maintenance inspections is based on the following
priority system:

1. On aweekly basis, schedule triennial maintenance inspections by using the
SWM Urban BMP Database. Review the proposed weekly inspection
schedule with the assigned supervisor and adjust accordingly. A priority is
to be placed on the following BMPs:

e Large BMPs serving commercial and industrial projects;

e Large BMPs serving single-family subdivisions with private
stormwater management; and

e Large BMPs serving multi-family subdivisions.

2. Triennial maintenance inspections for private BMPs serving single-family
residential lots or public devices not maintained by DPW shall be given a
secondary scheduling priority. These should only be inspected if an
inspection request is received by the responsible agency or a complaint is
received.

Private property owners have been very responsive to correction notices issued
regarding the proper maintenance of the stormwater BMP's on their properties. Due
to this responsiveness, the written Correction Notice delivered by the inspector
serves as the primary enforcement tool for obtaining compliance with the specific
preventive maintenance requirements. Occasionally a written Compliance Notice
is not sufficient to obtain compliance and in such instances civil citations are issued
to the property owners.

For the reporting period three civil citations ($1,000 each) were issued for
stormwater maintenance violations, with all three violations abated before their
court dates for adjudication in District Court.

b. Implement 2000 Maryland Stormwater Design Manual
Status:

The 2000 Maryland Stormwater Design Manual was fully implemented by the
County. However, this condition was superseded by the Maryland Stormwater
Management Act of 2007. During this reporting period the Office of Planning and
Zoning (OPZ) required all proposed new stormwater management plans to comply
with the new Environmental Site Design (ESD) standards in accordance with the
County Code, State Code and the current edition Maryland Stormwater
Management Design Manual.
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Also during this reporting period, efforts were underway to update Chapter VI
(Stormwater Management) of the Department of Public Works Design Manual. The
purpose of this effort is to:

e incorporate the new Maryland stormwater management requirements into
the Department’s guidance document for capital projects;

e add guidance for stormwater management associated with retrofit projects;
and

e ensure the procedures, standards and criteria within the manual are
consistent with those prescribed by the State and County stormwater
ordinance and with the County’s Stormwater Practices and Procedures
Manual.

This is a collaborative work effort between DPW, OPZ, I&P, and the Soil
Conservation District (SCD). A Fact Sheet describing the purpose and goals of this
project is included in Appendix G. Work will continue into the next annual
reporting cycle.

c. Track the progress toward implementing the 2000 Maryland Stormwater
Design Manual

Status:

As of September 2011 the County has an MDE-approved Stormwater Management
Code, which incorporates the current edition of the Maryland Stormwater
Management Design Manual. Copies of the County legislation (Bill 74-11) and the
MDE approval letter were provided in the 2011 Annual Report. During the
reporting period, no modifications were required to address programmatic
problems.

d. Maintain programmatic and implementation information as part of MDE’s
triennial stormwater program review

Status:

MDE's last triennial administrative and field review of the County's stormwater
management program was completed in 2005. 1&P has continued to maintain all
programmatic information required by MDE since that review. MDE has not
notified the County of when they intend to schedule the next triennial review of the
County's stormwater management program
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2. Erosion and Sediment Control

An acceptable erosion and sediment control program shall be maintained in
accordance with the Environment Article, Title 4, Subtitle 1, Annotated Code of
Maryland. At a minimum, the County shall:

a. Address any needed program improvements identified during MDE’s
delegation of Erosion and Sediment authority review

Status:

MDE conducts delegation evaluations every two years; the last evaluation was
conducted in the Fall/Winter of 2012. MDE's suggested changes to the Inspection
Report writing procedure, including recording the stage of construction at the time
of the inspection, have been addressed. Additionally, the County is in the process
of incorporating MDE's most recent Erosion and Sediment Control Code changes
into the County Code. The Department addressed MDE's final review comments
and intends to proceed with introducing a new bill for public hearing before the
County Councill.

b. At least three times per year, conduct responsible personnel Green Card
training

Status:

During the reporting period 1&P assumed the responsibility for conducting the
required Green Card training from the Anne Arundel SCD. Environmental
Supervisor Vernon Murray has been certified by MDE to provide the required
training. As required Mr. Murray conducts the required training, administers the
exams, issues the Green Cards and provides MDE with spreadsheets of all
successful participants in the Green Card training. For the reporting period Green
Card training was conducted on November 1, 2012, December 12, 2012, January
25, 2013, March 23, 2013 and March 25, 2013. Certification information is
provided in Appendix A.

c. Earth disturbances over 1 acre, Construction activity database

Status:

Information regarding grading permits from the County’s Construction General
Permit Activity Database is provided in Appendix A. Based on previous guidance

from MDE, quarterly reports were not required providing the Construction General
Permit Activity Database continues to be submitted with the annual report.
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3. lllicit Discharge Detection and Elimination (IDDE)

Arundel County shall implement an inspection and enforcement program, or
other alternative methods approved by MDE, to ensure that all discharges to and
from the municipal separate storm sewer system that are not composed entirely
of stormwater are either permitted by MDE or eliminated. At a minimum,
activities shall include:

a. Field screening at least 150 outfalls annually. Each outfall having a
discharge or suspected of having an illicit discharge shall be sampled using a
chemical test kit;

Status:

Anne Arundel County developed and continues to maintain an extensive program
designed to detect and eliminate illicit discharges into the municipal storm drain
system and upland pollutant sources resulting from dumping, poor housekeeping,
and other non-permitted activities.

The program includes the inspection of a minimum of 150 storm drain outfalls
annually. This inspection records the presence of dry weather flow, the structural
integrity of the outfall, and other maintenance issues. In 2013, illicit discharge
screening was conducted within the Bodkin Creek, Magothy River, Patapsco Tidal,
Severn River, and South River Watersheds.

Anne Arundel County’s GIS coverage of storm drains and closed storm drain utility
grids were used to create maps for field activities. These maps were used in the
field to identify the extent of the storm drain systems, locations of outfalls, and
contributing businesses or facilities. Only commercial and industrial storm drain
systems were identified on the maps for screening efforts, per the guidance
provided by MDE (MDE 1997). Outfalls with primarily residential drainage were
not inspected.

The water chemistry, physical condition of each outfall structure, and the conditions
surrounding the outfall were recorded on field datasheets. When a dry-weather
discharge was found, the field crew tested the discharge using a Chemetrics color
comparator test kit (detergents, phenols, copper, chlorine, and ammonia), an Extech
single analyte tester (fluoride), and a YSI sonde (water temperature and pH).
Physical parameters noted at each outfall include structural condition, vegetative
condition, erosion, floatables, algae growth, discharge odor, and discharge clarity.

If an outfall’s discharge was found to have a concentration above the action criteria
for any of the analytes, it was revisited within 24 hours, but at least four hours after
the first test. The second visit helps determine if the initial result was an anomaly
or confirms the result of the chemical test conducted on the first visit.
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Any outfall with dry weather flow that was found to have a concentration above the
action criteria during both inspections was recorded as a possible illicit connection.
Possible illicit connections also included situations where an observable pollutant
had been discharged through a storm drain system, but at the time of inspection the
system was not flowing or the discharge did not contain the pollutant.

To identify the source of any illicit discharge, the field crews followed the storm
drain systems upstream, testing flows through manholes and inlets as necessary and
practical, until the source was identified or the discharge could not reasonably be
tracked further. Evidence of illicit discharges, including the probable cause(s) was
photo-documented. Site-specific reports were prepared for each identified illicit
discharge and/or structural issue found in the field and were submitted to the Anne
Arundel County MS4 Program Manager. The potential illicit discharge reports
were then forwarded to 1&P for further investigation and enforcement.

Structural issues associated with storm drain outfalls (e.g., in-pipe sedimentation,
headwall concerns, deteriorating corrugated metal piping) were also reported to the
County MS4 Program Manager. These site specific reports were then forwarded to
the County’s Infrastructure Management Division (IMD) for appropriate action. In
some instances, the identified structural issues can be associated with non-County-
owned infrastructure. In these instances the reports were generally forwarded to
I&P for follow-up site visits, inspections, and appropriate enforcement.

In 2013, three outfalls with dry weather flow contained a concentration exceeding
the threshold for one or more tested contaminants. Nine outfalls and associated
inlets were found with structural deficiencies or erosion. The County inspectors
performed follow-up site visits and inspections for the reported problem outfalls.
Further details, including site-specific reports, are included in the Illicit Discharge
Detection and Elimination — 2013 Annual Report (Appendix D).

b. Conducting routine surveys of commercial and industrial watersheds for
discovering and eliminating pollutant sources;

Status:

Field personnel perform a visual inspection of all accessible commercial and
industrial sites within the target areas. The inspections are designed to identify poor
housekeeping, dumping and other non-permitted discharges (e.g., vehicle wash
water) that may be intercepted by the County’s storm drain system.

The 2013 inspections identified eight sites with the potential to discharge pollutants
into County storm drains or Waters of the United States. Follow-up compliance
investigations and compliance actions were taken for these sites or are underway.
A full report of the procedures and data collected from the illicit detection and
elimination field investigation can be found in the Illicit Discharge Detection and
Elimination — 2013 Annual Report (Appendix D). Digital data are included in
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Appendix A. The report includes a discussion of the enforcement actions taken in
2013.

c. Maintaining a program to address illegal dumping and spills;
Status:

There are two departments within the County that address reports of illegal
dumping and spills. 1&P is the County agency primarily responsible for enforcing
spills and illegal dumping into both public and privately-owned storm drain
systems. The County Department of Health addresses complaints specifically
relating to food service facilities (e.g., overflowing dumpsters, waste grease
containers), as well as noting violations during their regular facility inspections.

I&P received 29 illicit discharge complaints during this reporting period, including
citizen complaints and referrals from DPW as part of their IDDE Program. All 29
of the complaints and referrals were investigated, enforced as appropriate, and
closed after confirmation of compliance.

I&P utilizes a phased approach to eliminating and enforcing illicit storm drain
discharges. Phase | Enforcement consists of a Violation Notice sent by first class
and certified mail to the property owner. The Phase | Violation Notice includes an
explanation of the violation and requests a written commitment to immediately
cease and desist the illicit discharge. Upon written receipt of the commitment to
comply, the Department monitors the site for up to 60 days and if compliance is
maintained the violation is considered abated. Should the Department fail to receive
the written commitment to comply or if further violations are observed, the
Department proceeds to Phase 11 enforcement.

At the Phase Il level of enforcement 1&P posts a Stop Work Order on the property
and issues $1000 civil citations to the property owners. The civil citations must be
paid and the violation abated or the civil citations are litigated in court. For the
reporting period three civil citations ($1,000 each) were issued for stormwater
maintenance violations, with all three violations abated before their court dates for
adjudication in District Court. Should the violation remain unabated by the court
date, the Department requests the full payment of the fines and an abatement order
from the judge. The failure to comply with any Court issued abatement order results
in Contempt of Court charges being filed by the County Office of Law.

Significant violations are screened with the County Office of Law for possible
criminal enforcement as authorized in the County Code or for referral to MDE for
enforcement under the State Code. During the reporting period it was not necessary
to issue any civil citations for the failure to eliminate any illicit storm drain
discharges.
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Ilicit Discharge complaints and referrals are logged into the 1&P Compliance Case
Database, which is used to track cases from the receipt of a complaint or referral to
closure. The Compliance Database is available for public viewing on the 1&P page
of the Anne Arundel County Citizens Information website. The page has a Quick
Link to the Compliance Database. Case numbers can be used to track the progress
of any individual Illicit Discharge complaint or referral received by I&P. The
following Compliance Case Numbers reflect all the illicit discharge, floodplain
complaint, drainage complaint, illegal filling complaint, and stormwater
management issue cases received and dealt with by the Department during the
reporting period:

o E-2012-0562 e E-2013-0106 o E-2013-0231
o E-2012-0594 e E-2013-0111 o E-2013-0248
e E-2013-0002 e E-2013-0017 o E-2013-0257
o E-2013-0018 e E-2013-0170 o E-2013-0295
o E-2013-0021 e E-2013-0185 e E-2013-0320
o E-2013-0041 e E-2013-0192 o E-2013-0352
e E-2013-0055 o E-2013-0207 o E-2013-0405
e E-2013-0085 o E-2013-0217 o E-2013-0425
o E-2013-0087 e E-2013-0218 o E-2013-0426
o E-2013-0094 e E-2013-0219

As described in the 2012 Annual Report, as part of its general activities associated
with food service facilities, the Department of Health is including protocols for
leaking or overflowing dumpsters. Enforcement is conducted under State of
Maryland Regulations Dealing with Food Service Facilities (COMAR 1
0.15.03.19), which requires refuse containers capable of holding all garbage from
a facility between periods of removal and containers which do not leak. Violation
of this regulation would be marked on the food facility inspection report and would
require correction typically within 30 days of the investigation. Failure to comply
by the second re-inspection would result in $175 re-inspection fees until
compliance is achieved.

For the reporting period, five identified dumpster and/or waste grease bin issues
were referred to the Health Department for further inspection and enforcement.
Please refer to the Illicit Discharge Detection and Elimination — 2013 Annual
Report (Appendix D) for details.

d. Report significant illicit discharges to MDE

Status:

For the reporting period 29 Illicit Discharge complaints and referrals received were
successfully enforced by 1&P without the need for any referrals to MDE.
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e. Reporting illicit discharge detection and elimination activities as specified in
PART IV of this permit. Annual reports shall include any requests and
accompanying justifications for proposed modifications to the illicit discharge
detection and elimination program.

Status:

All activities completed as part of the County’s 2013 IDDE program are included
in the Illicit Discharge Detection and Elimination — 2013 Annual Report submitted
in December 2013 (Appendix D). The County makes no request to modify its
IDDE program.

4, County Property Management

Anne Arundel County shall identify all County-owned and municipal facilities
requiring NPDES stormwater general permit coverage and submit Notices of
Intent (NOI) to MDE for each. The status of pollution prevention plan,
development and implementation shall be submitted annually.

Status:

County-owned facilities requiring NPDES discharge permit coverage submitted
appropriate applications to MDE.

Anne Arundel County’s Water Reclamation Facilities (WRFs) NPDES discharge
permits are current or continue in force pending MDE issuance of a revised permit.
The County-owned WRFs with NPDES discharge permits are:

Annapolis WRF, permit number 07-DP-0838, effective August 1, 2009, to July
31, 2014. A renewal package was submitted as per the permit requirement.

Broadneck WRF, permit number 06-DP-0677, effective June 1, 2010, to May
31, 2015.

Broadwater WRF, permit number 06-DP-0813, effective March 1, 2010, to
February 28, 2015.

Cox Creek WRF, permit number 07-DP-0698, effective January 1, 2010, to
December 31, 2014.

Maryland City WRF, permit number 02-DP-2393, effective August 1, 2008 to
July 31, 2013. A renewal package was submitted as per the permit requirement.
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Mayo Large Communal WRF, permit number 02-DP-2291, effective October
1, 2013 to September 30, 2018.

Patuxent WRF, permit number 02-DP-0132, effective August 1, 2008 to July
31, 2013. A renewal package was submitted as per the permit requirement.

Each of the above listed WRFs has also submitted an NOI to comply with General
Discharge Permit for Storm Water Associated with Industrial Activities, Permit No.
02-SW. It is anticipated that, during the next reporting period, each will prepare
documentation for submission to MDE as required by the new Maryland General
Stormwater Permit 12SW.

SWPPPs, developed for each of the above facilities as required by the general
permit, were updated during the reporting period as follows:

Patuxent WRF: January 2012
Broadwater WRF: June 2012
Mayo WRF: June 2012

Cox Creek WRF: December 2012
Broadneck WRF: December 2012
Annapolis WRF: January 2013
Maryland City: October 2013

In support of the NOI and in compliance with the SWPPP, WRF staff performs
monthly inspections, quarterly dry weather inspections, quarterly wet weather
inspections, annual comprehensive site inspections, annual record review, and
annual training. These records are maintained at each facility.

The General Discharge Permit for Storm Water Associated with Industrial
Activities, Permit No. 02-SW, also applies to the following County-owned facilities
managed by County Waste Management Services (WMS):

e Glen Burnie Sanitary Landfill and Convenience Center, permit number 02-
SW-0298, expired November 30, 2007, Notice of Intent to renew submitted on
January 28, 2003;

e Millersville Sanitary Landfill and Resource Recovery Center, permit
number 02-SW-1304, expired November 30, 2007, Notice of Intent to renew
submitted on January 28, 2003; and

e Sudley Road Sanitary Landfill and Convenience Center, permit number 02-
SW-0297, expired November 30, 2007, Notice of Intent to renew submitted on
January 28, 2003.

During the next reporting period, these facilities will develop compliance
documentation for submittal to MDE per the new General Discharge Permit 12-SW
which became effective in January 2014. Such documentation includes review and
updating the SWPPPs for each facility. Additionally, the employee training module
is being updated with training scheduled to begin in December 2013.
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Annual Comprehensive SWPPP Compliance Evaluation Inspection Reports were
completed for these facilities November 5 — November 9, 2012. At these facilities
the stormwater management facilities (SWMFs) are inspected routinely and all
necessary repairs are undertaken immediately. WMS employs two technicians
tasked with the maintenance of the SWMFs. No pesticides are used at these
facilities; encroaching vegetation is removed entirely by mechanical means.

WMS held trainings at each of the facilities in March 2012 on the following topics:
Hazardous Waste Operations (Response); Good Housekeeping and Spill
Prevention; Preventative Maintenance for Sediment and Erosion Control; Runoff
Control; and other SWPPP-related topics. Documentation regarding these facilities
is included in Appendix E. Another training was conducted in December 2013,
and will be described in the next annual report.

County-owned facilities operated by DPW, Bureau of Highways, that require
NPDES storm water general discharge permit coverage are listed in Table 6 and
remain unchanged from the prior reporting period. During the next reporting period,
these facilities will prepare compliance documentation, required by the new
General Permit 12-SW, for submittal to MDE.

Table 6. Bureau of Highways Facilities

Facility Permit Effective Dates Comments
Number
Northern District Roads .
02-SW- NOls for each facility were
200 Dover Rd 1176 Dec 1, 2002 to Nov 30, 2007 submitted to MDE in 2002. The
02-SW- Maryland General Discharge
318 Mountain Rd 1181 Dec 1, 2002 to Nov 30, 2007 Permit for Storm Water
S Associated With Industrial
Central District Roads . Activities (No. 02-SW) was
1427 Duckens St Dec 1, 2002 to Nov 30, 2007 administratively extended in
1177 g
02-SW- November, 2007. Facilities that
1847 Crownsville Rd 1179 Dec 1, 2002 to Nov 30, 2007 were permitted prior to that time
02-SW- continue to be regulated by the
415 Broadneck Rd 1182 Dec 1, 2002 to Nov 30, 2007 permit and their storm water
h — pollution prevention plans.
Southern District Roads oW MDE is issuing Permit No.
350 West Central Ave oa Dec 1, 2002 to Nov 30,2007 | 12SW (NDPES No. MDR00),
1178 ;
5657 Old Soi Siand 02.5W effective January 1, 2014 as a
olomons fstan ™" | Dec1,2002to Nov 30,2007 | replacement permit.
Rd 1180
Bureau of Highways Stormwater Pollution Prevention Plan Development and
Implementation
During the period October 1, 2012, through June 30, 2013, the following items
related to implementation of 02-SW were completed:
e Implemented each SWPPP, including:
o Performed routine visual inspections of each facility, at least quarterly.
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o Completed annual outfall visual assessments at select facilities, following a
major storm.

o0 Completed comprehensive annual inspections of each facility in June 2013.

o0 Completed an internal document review during comprehensive annual
inspections of each facility.

o Continuation of maintenance improvements to further prevent stormwater
impacts, including:

= Use of coir log wattles at select locations.
= Use of silt-sack inserts at select locations.

o Completed underground storage tank testing using Maryland Department of
the Environment Certified UST Inspectors for:

= Annual testing of spill buckets (catchment basins) at all facilities
during June 2013.

o Completed capital improvements to above ground storage tank
infrastructure at the following facilities:

= Northern District, Dover Road, replaced Heating Oil AST, June 2013.

= Northern District, Mountain Road, replaced Diesel Oil AST, May
2013.

= Central District, Crownsville Road, replaced Heating Oil AST, June
2013.

Staff training sessions have been administered to Road District personnel during
the reporting period to support SWPPP implementation, as summarized in Table
1.

Table 7. SWPPP Training Summary for Bureau of Highways Facilities

Lﬁ:&;g? Igig{:gﬁ TrS;rj(:ang Training Session Topic

13932487 1312SD 06/14/2013 | TRAINING ON SESSION #3 — OUR SWPPP, PART I.

13931339 1312SD 06/07/2013 | TRAINING ON UPDATING INSPECTION FORMS

13931333 1312SD 06/07/2013 | SWPPP TRAINING ON UPDATING INSPECTION FORMS

13930492 1310NM 06/04/2013 | WHEN IT RAINS IT DRAINS. REVIEW PAMPLET

13930497 1311CS 06/04/2013 HOW TO CONDUCT AN SWPPP INSPECTION

13930496 1311CO 06/04/2013 SWPPP MEETING ON WHEN IT RAINS IT DRAIN'S.

13930494 1311CC 06/04/2013 | SWPPP TRAINING (ON STORM WATER POLLUTION)

13922326 1311CO 04/19/2013 SWPPP TOPIC: SECONDARY CONTAINMENT

13920472 1312SD 04/08/2013 | TRAINING FOR SESSION NO 2 - WHAT IS A SWPPP?

13920467 1310NM 04/08/2013 | TRAINING HELD ON "SECONDARY CONTAINMENT"

13920465 1310ND 04/08/2013 SWPPP TRAINING ON SPILL PREVENTION AND
CONTROL

13920471 1311CS 04/08/2013 | TRAINING TOPIC: HOW TO CONDUCT AN SWPPP
INSPECTION AND WHAT HAZARDS TO LOOK FOR
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Table 7. SWPPP Training Summary for Bureau of Highways Facilities

iy | Trs ] Tianin

13920469 1311CC 04/08/2013 | TOPIC:REVIEWED STORMWATER POLLUTION
PREVENTION PLAN

13914702 1310NM 02/28/2013 | SWPPP TRAINING- SESSION # 4 OUR STORM WATER
POLLUTION PLAN (PART 2)

13914690 1310NM 02/28/2013 DECEMBER SWPPP TRAINING - WHAT IS A SWPPP?

13914452 1310NM 02/27/2013 | SECONDARY CONTAINMENT- MONITORING AND
PROCEDURES

13915673 1310NM 02/26/2013 | SESSION #4 - OUR STORM WATER POLLUTION
PREVENTION PLAN, PART Il

13912209 1312SD 02/08/2013 | TRAINING ON SWPPP SESSION #1 - WHEN IT RAINS IT
DRAINS

13912208 1311CS 02/08/2013 | SWPPP TRAINING - WHEN IT RAINS IT DRAINS

13912207 1311CO 02/08/2013 | CREW MEETING ON SESSION #2-WHAT IS A SWPPP

13912206 1311CC 02/08/2013 | TRAINING TOPIC: GEOTEXTILES USE/HAND OUT

12902677 1310ND 12/05/2012 | SWPPP TRAINING SESSION #1 - WHEN IT RAINS AND
DRAINS

12902681 1311CS 12/05/2012 | TOPIC: POLLUTION PREVENTION TEAMS

12902680 1311CO 12/05/2012 | SWPPP MEETING ON SECONDARY CONTAINMENT

12902679 1311CC 12/05/2012 | TRAINING TOPIC: POLLUTION PREVENTION TEAM

12894710 1312SD 10/04/2012 | TRAINING TOPIC: SECONDARY CONTAINMENT

12894709 1311CS 10/04/2012 | TRAINING TOPIC: SECONDARY CONTAINMENT

12894708 1311CO 10/04/2012 | TRAINING TOPIC: SPILLS AND CLEAN UP

12894707 1311CC 10/04/2012 | TRAINING TOPIC: SECONDARY CONTAINMENT

5. Road Maintenance

A plan to reduce pollutants associated with road maintenance activities shall be
developed and implemented. At a minimum, an annual progress report shall be
submitted that documents the following activities:

a. Street sweeping;
Status:

Street Sweeping

Anne Arundel County's street sweeping program is designed to keep debris out of
storm drains, our creeks, rivers and ultimately the Chesapeake Bay. The County
operates a modest program that includes two County-owned street sweepers with
plans to supplement County forces with contractual services in future fiscal years.

Sweeping Schedule
The County’s neighborhood streets are relatively clean because of the work of
conscientious residents who keep the areas in front of their homes free of litter and
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debris. Residential streets are not included in the street sweeping program for
routine street sweeping.

Main thoroughfares, business districts and industrial areas are scheduled for street
sweeping up to four times per year. The County targets arterial, major collector and
roads in business districts for routine sweeping. This allows capture of the most
debris for each available hour of street sweeping effort.

The County swept 355 miles of streets from October 1, 2012 to June 30, 2013,
which equates to 39.4 curb-miles/month - a 20% increase from the last reporting
period. For comparison, an average of 25 curb-miles/month were swept during the
previous reporting period. Major equipment repairs and associated downtime on
the County’s two street sweepers constrained the sweeping effort during the
reporting period.

Manual Litter Collection

Litter is collected from County roadways on a routine basis. A total of 9,393 thirty-
gallon bags of litter were removed from roadsides during the October 1, 2012 to
June 30, 2013 period, with 4,599 bags collected during the routine work week and
4,794 bags collected by the weekend litter removal program. This represents a 12%
increase from the last reporting period in which 8,407 bags of litter were removed.

On average each thirty-gallon bag of roadside litter weighs between 5 and 7 pounds,
not accounting for moisture content. Thus, collection of 9,393 thirty-gallon bags
represents between 23.5 and 32.9 tons of litter collected during the reporting period.

b. Inlet cleaning;
Status:

Inlet Cleaning

The County cleaned and removed debris from catch basins, inlets and outlets of
pipes to maintain proper drainage for 17,677 structures during the October 1, 2012
to June 30, 2013 reporting period. This is a 46% increase from the last reporting
period, when 12,070 structures were cleaned.

In addition, the County inspects catch basins, manholes, and associated pipes/
ditches to identify structures for cleaning with a sewer vacuum. A total of
1,824 structures were cleaned with a Vactor™ truck, a decrease of 43% from the
last reporting period in which 3,209 were cleaned with a sewer vacuum.

Ditch & Curbline Cleaning

During the reporting period, the County cleaned and removed debris from roadside
inlet and outlet ditches and from roadside concrete swales, removed leaves from
ditch lines and curbs using a leaf vacuum, and cleaned and reshaped roadside
ditches by machine. This effort totaled 170,787 feet of ditch and curbline cleaning.
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This is a 47% increase from the last reporting period in which the County cleaned
112,452 feet.

c. Reducing the use of pesticides, herbicides, fertilizers, and other pollutants
associated with roadside vegetation management through the use of integrated
pest management (IPM); and

Status:
Use of Pesticides, Herbicides, and Fertilizers

Pesticides

Anne Arundel County makes a financial contribution annually to support Maryland
Department of Agriculture (MDA) programs for gypsy moth control (http://mda
.maryland.gov/plants-pests/Pages/gypsy_moth_program.aspx) and  mosquito
control (http://mda.maryland.gov/plants-pests/pages/mosquito_control.aspx).
Some of this work occurs along county-maintained roadways. No data regarding
the quantity of pesticides applied, by the State or their contractors, is recorded by
the Bureau of Highways.

Herbicides

Herbicide use associated with road maintenance performed by the Bureau of
Highways is limited to the activities included in the performance standard for
HO0040, which covers the application of Glyphosate (e.g., Roundup ™) on County
rights-of-way to control vegetative growth and prior to crack sealing operations in
the traveled portion of the roadway. A total of 7.5 gallons of Glyphosate were used
during the reporting period. This is a 94% decrease over the previous reporting
period in which 120 gallons were applied.

Other than that noticed above, the Bureau of Highways recorded no other pesticide,
herbicide, or fertilizer application as part of the Bureau’s work program. Other
County agency projects and non-County project may involve the application of
pesticides, herbicides, and fertilizers along the County roadside ROW. For
example, special care of median landscaping along certain County and State roads
in Anne Arundel County is completed under the direction of the Department of
Central Services, Facilities Management Division. The Bureau of Highways does
not record pesticide, herbicide, and fertilizer use that occurs outside of the Bureau
of Highways. In the next annual report, the County will report on the use of these
materials by other DPW bureaus and other County agencies.

d. Controlling the overuse of winter weather deicing materials through
continual testing and improvement of materials, equipment calibration, employee
training, and effective decision-making.
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Status:

Snow and Ice Control

The amounts of de-icing chemicals used by the County Bureau of Highways from
October 1, 2012 to June 30, 2013 are found in Table 8. De-icing chemical data for
the 2010-2011 and 2011-2012 reporting period are provided for comparison. The
quantity of deicing chemicals used each year is highly variable because it is based
on winter weather conditions, precipitation type, and factors such as road surface
temperature.

Table 8. Deicing Material Applied

Material 2010-2011 2011- 2012 2012 - 2013
Salt 23,438 tons 1,689 tons 6,378 tons
Sand/Salt mix 0 tons 0 tons 0 tons
Liquid Calcium Chloride 3,641 gallons® 0 gallons 355 gallons
NWS Snow Totals (BWI)®) 14.4 inches 1.8 inches 8.0 inches

@ Average winter temperature at BWI Thurgood Marshall Airport is 35.1 degrees according to the National
Weather Service (NWS). Winter 2012-2013 average temperature was 41.3. Calcium Chloride depresses the
freezing-point and is used more extensively during colder periods to prevent ice formation and to deice road
surfaces.

®) Average annual snowfall total at BWI Thurgood Marshall Airport is 20.2 inches according to the National
Weather Service (NWS). Winter 2012-2013 snowfall total was 8.0 inches, 60% less than average.

In 2013, the Bureau continued its use of a maintenance decision support system
(MDSS) which uses real-time data from our Road Weather Information System
(RWIS). The RWIS system is a series of pavement and bridge deck sensors and
other instruments installed along certain County-owned bridges and roadways. The
integration of RWIS data into a MDSS allows the management team to select the
most appropriate winter treatment for actual weather conditions in each area of the
County during a winter storm event. Studies have shown use of an MDSS can help
reduce the use of deicing chemicals. Screen shots from the MDSS are shown in
Figure 4 and Figure 5 are from the County’s subscription weather service,
MxVision WeatherSentry Online at http://weather.dtn.com/dtnweather/. Annual
training on proper snow plowing techniques is also offered. It includes information
on the application of deicing products and proper application rates.
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Figure 4. MDSS Hourly Weather Forecast With Treatment Recommendations
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Light Snow Storm - less than 1/2 inch per hour (Below 15°F,
steady or falling)

Cycle Time: 3 hours

Hanlontown RWIS 1AD49 - Sat 12/01/07 06AM

Initial Operations

Subsequent Operations

Initial Dry Chemical Spread Rate Dry Chemical Spread Rate
Pavement  Maintenance kg/lane-km (lb/lane-mi) Iaintenance kgflane-km {lb/lane-mi)
Surface Action . Solid ar Action o Solid ar
Conditi Liquid ) ) Liguid ) .
onditions prewetted solid prewetted solid
Dry or light 2now Plow as Plew as
CoveEr needed needed
Comments

1. Itiz not recommended that chemicalz be applisd in this temperature range.

2. Abrasives can be applied to enhance traction
Notes:

CHEMICAL APPLICATIONS.
1. Time initial and subssquent chemical applications to prevent deteriorating conditions or development of packed and bondsd

SMOW.

2. Apply chemical ahead of traffic rugh pericds occurring during storm.
PLOWING. If needed, plow before chemical applications 2o that excess snow, =lush, or ice iz removed and pavement iz
wet, zlughy, or lightly 2now covered when treated.

Figure 5. MDSS Treatment Recommendation
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6. Public Education

A public education and outreach program shall be implemented to reduce
stormwater pollutants. Outreach efforts are to be integrated with all aspects of
the County’s activities. These efforts are to be documented and summarized in
each annual report. At a minimum, the County shall:

a. Continue to publicize a compliance hotline
Status:

I&P maintains a 24-hour Environmental Hotline for citizens to report environ-
mentally-related complaints including spills and illegal dumping into the County
storm drain system. The Hotline has been in existence since 1988 and has been
advertised in numerous ways, including the County webpage (www
.aacounty.org/IP/EnvironmentalPrograms/index.cfm). For the reporting period a
total of 502 environmentally-related complaints were received and investigated by
the Department. The complaints received typically involve potential Critical Area
violations, sediment control issues or illegal grading activities. All complaints
including their compliance status, inspection results, enforcement and completion
dates are viewable on the Department's Complaint and Compliance Database which
is available for viewing on the Department's home page on the County Citizen
Information website.

b. Provide information regarding the following water quality issues to the
general public:

Status:

The County continues to provide residents with information necessary to make
informed decisions regarding water quality issues and environmental stewardship,
as well as how to keep themselves and their family healthy. Several County
departments have public outreach programs tailored to their specific discipline.
Examples of some of the outreach activities are below.

Water Conservation and County Utilities

Via the County website, Anne Arundel County DPW, provides water quality-
related information associated with County-provided services (http://www
.aacounty.org/DPW/index.cfm). Information, presentations, brochures and fliers
available through this website address such issues as:

e Annual Drinking Water Quality Report,

e Rehabilitation and maintenance of County sewer infrastructure,
e Information on recent wastewater spills,

e Fix aLeak Week,
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Preventing Sewer Backups,

It Takes Teamwork to Protect the Bay,
West County Groundwater Quality,
Homeowner’s Guide to Septic Tanks, and
Homeowner’s Guide to Grinder Pumps.

The DPW webpage includes a link to a Kids Page. This page uses brightly colored
pictures and interactive games to teach the importance of water as a valuable
resource and to instill water saving habits at a young age. The page also includes a
description of the Water Cycle (http://www.aacounty.org/DPW/Kids/index
.cfm#.UcMeapwa74Y) and information on the County’s Jr. Smart Water Saver
Program (www.aacounty.org/DPW/Kids/util03.cfm). The Jr. Smart Water Saver
Program teaches elementary-aged children about the importance of water and water
conservation through games and coloring activities.

Water Quality Protection Associated with Land Development

The 1&P website contains general information related to stormwater management,
buffer management, grading and permits, the Chesapeake Bay Critical Area,
invasive species, and sensitive areas:

http://www.aacounty.org/IP/FAQs/Environment.cfm.

Household Hazardous Waste, Recycling, Landfill Services, Litter Control and
Composting

Outreach pertinent to these issues has been reported in prior annual reports. The
DPW, Waste Management Services Division (DPW WMS) manages an extensive
outreach campaign geared toward residential recycling. Additionally, the County
advertises and conducts Household Hazardous Waste drop-off days several times a
year at the County Landfills and Convenience Centers. Literature outlining
alternatives to hazardous household chemicals, and safe disposal of such chemicals,
is provided to the public through many different venues. DPW WMS also provides
information such as what can be recycled; ways to get recycling and composting
bins; dealing with yard waste and grasscycling; amounts recycled in different areas
of the County; local events that promote recycling; and question and answer forums
at outreach events, in County offices, through the County website
(http://www.aacounty.org/DPW/WasteManagement/index.cfm), on the “Recycle.
More. Often.” website (www.recyclemoreoften.com) and on the Anne Arundel
County  Recycling  Division  Facebook  page  (www.facebook.com
/annearundelrecycling).

During the reporting period, the quantity of recycled materials collected at all three
Recycling Center facilities (formerly known as convenience centers) was
approximately 17,000 tons. The quantity collected at the Millersville Landfill was
approximately 9,000 tons. The recycled material includes paper, plastic, metal,
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glass, bulk/scrap metal, batteries, antifreeze, electronics, tires, and used oil. Of the
amount of materials recycled, County offices generated 1,200 tons of paper, plastic,
metal and glass.

During this same reporting period, 19,000 tons of yard waste was either turned into
mulch on-site or diverted to an off-site yard waste processing facility to make
compost and mulch. Furthermore, the quantity of hazardous waste collected at the
three WMS facilities was approximately 150 tons

Transportation Planning

Information on ride sharing, mass transit, bus schedules, and the Pedestrian and
Bicycle Master Plan is available on the County OPZ website (http://www
.aacounty.org/PlanZone/Transportation/Index.cfm).  County  staff members
routinely offer this information to the public at outreach events and speaking
engagements, encouraging the use of mass transit and alternative transportation.

Environmental Health Information (Anne Arundel County Department of Health)

The Anne Arundel County Department of Health publishes fact sheet series entitled
“Health Matters” (see examples in Appendix F). These fact sheets are distributed
at events run by the Department of Health and can also be found on their website
(www.aahealth.org). Some of the subjects covered include:

e Water Quality and Swimming or Fishing In Anne Arundel County Rivers
and Creeks;

e On-site sewage disposal systems and private water wells;

e Bay Restoration Fund (BRF) Program, for nitrogen-reducing pretreatment
units for septic systems to be installed within the Chesapeake Bay Critical
Area;

e Collapsed Septic Tanks, Overflowing Septic Systems and Failing Septic
Systems Interim Health and Safety Requirements; and

e Application Procedures for Property Improvements Where Well or On-Site
Septic Systems are Utilized.

The Anne Arundel County Department of Health continues to publicize a hotline
(410-222-7999) on the Department of Health's website (www.aahealth.org), Health
Matters fact sheets, and other literature. This hotline alerts the public to current
advisories and closures of recreational water as the result of sewage spills and
bacterial exceedances from the 106 bathing beaches that the department monitors
from Memorial Day through Labor Day. The Department also promotes an e-alert
system so an individual can be notified by e-mail when the Department has an
advisory or closure of recreational waters. Individuals can sign up for the e-alert
system on the Department of Health's website.
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The Department of Health, in conjunction with MDE and the Maryland Department
of Health and Mental Hygiene, promotes the Maryland Healthy Beaches campaign.
The campaign makes people aware of everyone's impact to the waterways in the
State of Maryland. One of the campaigns major focus is the importance of picking
up pet waste. In 2013, the Department of Health created a '‘Beach Swimming Guide'
on its website to keep the public abreast of recreational water quality in the County.

The Department of Health also publicizes information about on-site sewage
disposal systems and private water wells. The Department also provides a DVD on
the maintenance and care of an on-site sewage disposal system to each individual
homeowner at the time of installation for each newly installed system. The DVD's
are also available to view on the department’s web-site.

The Department of Health sponsored a Septic System and Bay Restoration Fund
Expo at several public schools throughout the County this past March and promotes
locally the Bay Restoration Program. This program is a grant that plans to use grant
funds to help qualified applicants connect to existing public sewer and continues to
pay for nitrogen reducing pretreatment units that must be installed in conjunction
with an onsite sewage disposal system that is in the Chesapeake Bay Critical Area.
The grant funds the entire cost off the treatment unit and a five-year service and
maintenance program for repairs of failing systems in the Critical Area. The
Department of Health administers this grant, awarded by MDE and funds about 250
nitrogen reducing pretreatment units annually. These treatment units reduce the
nitrogen load from an on-site sewage disposal system by at least 50 percent. This
is a direct reduction to the nitrogen load that is reaching the Chesapeake Bay.

There are many other environmental health information topics located on the
Department’s website, under Environmental Health, including:

The Bay Restoration Fund,
Environmental Assistance Programs,
Environmental Health Fees,
Recreational water quality, and

Well and Septic Systems.

Watersheds, Ecosystems, and Restoration Services (WERS) Online Mapping

As originally reported in the 2010 Annual Report, the County developed an online
mapping application to track restoration projects undertaken by non-County
organizations such as the Watershed Stewards Academy, grassroots environmental
preservation groups, and local Riverkeepers. The mapping application also allows
these organizations, and anyone with internet access and interest, to open the
mapping application and view the many data layers that have resulted from the
County’s watershed assessments. Since 2010, the online mapping application has
been progressively improved. In 2012, the County provided additional enhanced
functionality by making changes to the overall look and feel of the application. The
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viewer was changed from a default ArcServer viewer to a more robust Geocortex
viewer. This required a change in the URL of the mapping application, the new
address is http://gis-world2.aacounty.org/silverlightviewer /?Viewer=WERS.

The upgrade to the Geocortex viewer has allowed for a better user experience.
Local environmental groups now have the power of a full scale GIS system at their
fingertips without actually having to invest limited resources necessary to develop
their own GIS. The new functionally added to the mapping application has greatly
enhanced the ability of the Watershed Master Stewards and other environmental
organizations to conduct restoration and outreach activities. These activities range
from organizing stream clean-ups, planting efforts, and constructing community
rain gardens.

Watershed Stewards Academy

During this reporting year Anne Arundel County DPW, the County Board of
Education’s Arlington Echo Outdoor Education Center, The Keith Campbell
Foundation, the Chesapeake Bay Trust and National Fish and Wildlife Foundation
continued to provide leadership and funding to the Watershed Stewards Academy
(WSA), which was established in 2008 as an organized framework to educate
community leaders to become “Master Watershed Stewards”. During this reporting
period, WSA completed certification of the 24 Master Watershed Stewards,
including the completion of 24 capstone projects. Capstone projects include a
comprehensive community assessment; outreach and education to the community
on how to reduce pollution sources and employ rainscaping to reduce runoff; and
one in the ground rainscaping project per student. These projects range from water
harvesting to rain gardens and bioswales. During this reporting period, WSA also
recruited and trained an additional 23 Master Watershed Steward Candidates, who
began work on their capstone projects. Once certified, Master Watershed Stewards
complete about 40 hours per year in volunteer community watershed restoration,
eight continuing education classes and three networking sessions annually. All
certification and continuing education courses were instructed by stormwater
professionals or Master Watershed Stewards and consisted of 35 volunteer
instructors logging over 96 hours of volunteer time spent on instruction.

The effort to replicate WSA has continued with a new WSA holding its first
certification course in Howard County and a prospective WSA in the planning
stages on the Eastern Shore.

The WSA continued to support and engage Certified Master Watershed Stewards
through the following activities:

e Conducted four bi-monthly networking meetings, designed to allow
Stewards to share their successes, and learn new techniques for engaging
communities.
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e Offered four continuing education classes to train Stewards on additional
topics of current relevance.

e Held the second annual “Spring into Action” conference to a sellout crowd
of 115 Stewards and Consortium members. This day-long conference offered
additional training and networking opportunities to foster collaboration and
action.

e Coordinated the use of training and outreach materials.

e Coordinated plant orders to give Stewards wholesale rates for additional
rainscaping projects in their communities.

e Connected interested communities with their closest Master Watershed
Steward for consultation and presentations.

e Coordinated the Backyard Buffer program, in collaboration with Maryland
Department of Natural Resources (MD DNR), in which 2,400 tree seedlings
were planted in areas adjacent to stormwater flow. An educational workshop
for participants was held to instruct homeowners on how to plan, install and
care for trees.

As a group, Certified Steward and Steward Candidates gave 2,612 volunteer hours
toward engaging their communities in stormwater education and restoration.
Stewards engaged 1,192 community volunteers who gave 3,640 volunteer hours to
install and maintain stormwater BMPs. They reached over 8,000 people in one-on-
one outreach and education on stormwater topics. Stewards and their communities
installed 71 rain barrels; planted over 8,000 native trees and plants; created 350,000
square feet of stormwater restoration; and removed over 17,000 square feet of
invasive plants. Stewards recruited over $130,000 in private and grant matching
funds. Additionally, over $12,000 of in-kind services were donated to Steward
projects.

The Watershed Stewards Academy has developed the framework for a “Clean
Water Communities” neighborhood certification program. As currently developed,
the Program involves reduction of stormwater runoff by 20% over 10 properties,
and the implementation of a behavior change campaign to reduce one or more
pollution sources. A runoff reduction methodology and outreach materials have
been developed. A comprehensive homeowner guide to siting, design, installation
and maintenance of six commonly used residential BMPs has been developed and
an accompanying contractor appendix is in development. A behavior change guide
will be added to this resource and will cover 6-10 of the most common pollutant
reducing behavior changes. Piloting is underway in Hillsmere in the Duvall Creek
Watershed of the South River, with 14 BMPs scheduled for installation in Spring
2014. An additional community will begin piloting in summer 2014. An online
web resource to support this program is in development.

WSA has developed and refined training and resources for stewards to employ
community-based social marketing to effect pollutant reducing behavior changes
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such as pet waste disposal, removal of leaves from impervious surfaces, and
reduction in fertilizer use. Using face-to-face surveys, Stewards are taught to
measure a baseline of behavior and measure a behavior change. They are also
supported with template tools and sample behavior change campaigns for use in
their own community.

The WSA facilitated the networking of Anne Arundel County restoration resources
via involvement of watershed organizations, the WSA Consortium of Support
Professionals, County restoration projects, and private communities to avoid
duplication and further common goals. Together with several members of the
Consortium of Support Professionals, the WSA has offered several stormwater
tours to engage constituents in stormwater issues and provide professional level
instruction on rainscaping techniques.

The WSA board of directors continues to provide fundraising and strategic
direction for the organization.

To evaluate program success, Stewards continue to use the data input form at
http://www.aacounty.org/DPW/Watershed/Restoration/RestorationActivity.cfm to
track restoration projects installed by Master Watershed Stewards or their
communities via a GIS application. These efforts are displayed graphically on the
County’s Watershed, Ecosystem & Restoration Services GIS Mapping Application
(http://www.aacounty.org/OIT/GIS/MyAnneArundel.cfm). The WERS team at the
County is able to connect a pollutant load reduction for most BMPs and graphically
summarize the extent of education efforts in the County.

Stream Clean-ups

During 2013, County staff from DPW (Highways, Engineering, and Solid Waste
Bureaus) coordinated with local volunteer organizations to remove trash and large
debris from local watersheds. The clean-up sites are listed below.

Severn River Watershed

Organization: Severn River Association (SRA)

Activity: Volunteers removed 45 bags of trash and 27 bags of recyclables from
along the side of the road at Boulters Way. 39 tires were also removed from a dump
site along Boulters Way. Two signs were posted by SRA and Project Clean Stream

to discourage dumping.

Activity: Volunteers participated in a stream clean-up at Cabin Branch on April 6,
collecting over 125 bags of trash and 35 tires.
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Rhode River Watershed
Organization: West/Rhode Riverkeeper

Activity: Volunteers, Park staff, and West/Rhode Riverkeeper staff removed
2.02 tons of debris from Beverly Triton Beach Park.

Patuxent River Watershed
Organization: Patuxent River State Park (MD DNR)

Activity: Volunteers participated in a riverside clean-up in southern Anne Arundel
County.

Magothy River Watershed
Organization: Magothy River Association (MRA) & WSA

Activity: Volunteers and participants from the WSA joined together in a stream
clean-up along Cat Branch Creek and the surrounding area.

Patapsco River Watershed
Organization: Patapsco Heritage Greenway (PHG)

Activity: PHG teamed up with employees from the Baker Group in Linthicum and
Lockheed Martin in Hanover to clean-up a notoriously popular dumpsite in
Patapsco Valley State Park on River Road in Anne Arundel County. The area hadn't
been cleaned for years and was littered with scores of tires, furniture, and animal
carcasses, in addition to the usual bottles and cans. Additional information on
PHG’s 2013  accomplishments can be found at http://www
.patapscoheritagegreenway.org/accomplish.html.

Organization: Restore Rock Creek (RRC)

Activity: Over 60 volunteers participated in a clean-up at Weinberg Park on April
6. They collected over two tons of debris, which included more than 40 tires.
Fairview Marina provided a bobcat to assist in moving debris into dumpsters.

Organization: Arlington Echo Outdoor Education Center (Anne Arundel County
Public Schools) & WSA

Activity: Twelve residents and two stewards cleaned up the High Point Community
Boat Ramp, removing leaves, trash, and exotic invasive plants.
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Stormwater Presentations

Speaking engagements and presentations pertaining to stormwater management
and the Watershed Protection and Restoration Program (WPRP) and Stormwater
Remediation Fee were conducted during the reporting period as follows:

March 4, 2013
Maryland Association of Counties & Maryland Municipal League

Symposium of Practical Stormwater Solutions for Maryland Local &
Municipal Governments

April 8, 2013
Sun Valley Improvement & Recreational Association

County Council Bill 2-13, Stormwater Management, Watershed Protection &
Restoration Program, Special Revenue Fee

April 11, 2013
Leadership Anne Arundel
Brooklyn Park Improvement Association

April 17,2013
Arundel Gardens East Association

April 22,2013
Glen Gardens Community Group

May 6, 2013
Farm Bureau

May 6, 2013
South County Senior Center

Stormwater Management, Watershed Protection & Restoration Program,
Special Revenue Fund

May 10, 2013
Pascal Senior Center

Stormwater Management, Watershed Protection & Restoration Program,
Special Revenue Fund
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May 13, 2013
Pasadena Senior Center

Stormwater Management, Watershed Protection & Restoration Program,
Special Revenue Fund

May 14, 2013
Annapolis Senior Center

Stormwater Management, Watershed Protection & Restoration Program,
Special Revenue Fund

May 14, 2013
O’Malley Senior Center

Stormwater Management, Watershed Protection & Restoration Program,
Special Revenue Fund

May 14, 2013
Harwood Civic Association

Stormwater Management, Watershed Protection & Restoration Program,
Special Revenue Fund

May 17, 2013

Baltimore Port Alliance-Educational Forum on Stormwater Regulations &
Fees

May 20, 2013
Pasadena Senior Center

Stormwater Management, Watershed Protection & Restoration Program,
Special Revenue Fund

May 21, 2013
Brooklyn Park Senior Center

Stormwater Management, Watershed Protection & Restoration Program,
Special Revenue Fund

May 22, 2013
Arnold Senior Center

Stormwater Management, Watershed Protection & Restoration Program,
Special Revenue Fund
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Bureau of Highways

Water Conservation: Rain Gardens

The Bureau of Highways developed a website and authored material to act as a
Resident’s Guide to Rain Gardens in Anne Arundel County at http://www
.aacounty.org/DPW/Highways/RainGarden.cfm. It explains relevant County
requirements, and outlines opportunities for homeowners to use rain gardens to
provide flood control, groundwater recharge, and water-cooling benefits, while
removing many types of pollutants and other contaminants from stormwater runoff.

Stormwater Management Facility Maintenance: Leaf Disposal

The Bureau of Highways has authored and published a Leaf Brochure at
http://www.aacounty.org/dpw/highways/L eafRemoval.cfm#.U2mgplcVClo. It
explains relevant County services, and suggested opportunities for homeowners to
manage leaves most responsibly.

Stormwater Management Facility Maintenance: Support of Area
Organizations for Stream Clean-ups

The Bureau of Highways has supported several stream clean-up initiatives during
the reporting period. This includes Project CleanStream 2013, sponsored by the
Severn River Association and involving the headwaters of Clements Creek and
Luce Creek in Annapolis, Maryland during April 2013. Significant support was
also provided to Patapsco Heritage Greenway (PHG) who sponsored several
watershed clean-ups in Patapsco State Park off of Race Road in Hanover,
Maryland. Additionally, the Bureau of Highways removed in excess of 20 loads of
trash, tires, chemicals, metal, and glass dumped illicitly along roadsides and
reported by these and other volunteer organizations.

Lawn Care and Landscape Management: Ice Control and Snow Removal
Our webpage, www.aacounty.org/dpw/highways/snowremoval.cfm explains our
winter de-icing strategy and provides resources to help shape customer
expectations. An example excerpt is included below:

“Winter operations activities related to snow and ice control include plowing snow
from the roadway and shoulders, and responsibly applying deicing chemicals to
arterial and collector roads and isolated icy spots to facilitate snow plowing.

Anne Arundel County uses covered storage facilities for its road salt and stores a
total of approximately 11,650 tons of salt at the following locations: Dover Road
(Glen Burnie), Mountain Road (Pasadena), Crownsville Road (Annapolis),
Broadneck Road (St. Margarets), Duckins Street (Odenton), West Central Avenue
(Davidsonville), and at a storage yard in Friendship, MD. At the present time, a
small portion of Anne Arundel County’s fleet is equipped with liquid calcium
chloride pre-wetting equipment. Pre-wetting dry salt during its application helps
the salt to adhere to the roadway. In contrast, dry salt can *““bounce’ and blow off
the roadway and be less effective.
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Deicing materials are an effective tool for maintaining safe winter road conditions.
However, Anne Arundel County is aware that excessive use can have negative
impacts on the environment. We strive to only apply as much salt as necessary to
achieve safe driving conditions. So, what are some of the environmental concerns
associated with road salts? Heavy use of road salts has been assessed to cause
damage to vegetation, organisms in soil, birds and to other wildlife. Chloride ions
from road salts find their way eventually into waterways, whether by direct runoff
into surface water or by moving through the soil and groundwater. In surface
water, road salts can harm freshwater plants, fish and other organisms that are not
adapted to living in saline waters.

In winter months, as soon as snow begins to accumulate, equipment is dispatched
to service arterial and collector roadways. Our next priority will be insuring each
community road is passable. Passable means that although the road may be snow-
covered or snow-packed, at least one travel lane will be accessible with a front-
wheel drive car. All-weather tires are a must. If our snowplow driver determines
that your street meets our definition of passable, no further service will be
provided.”

c. Provide information regarding the following water quality issues to the
regulated community when requested:

i. NPDES Permitting requirements;

ii. Pollution prevention plan development;
iii. Proper housekeeping; and

iv. Spill prevention and response.

Status:

The County provides training for staff working at County facilities with stormwater
discharge permits as discussed in Part 111.E.4. The trainings include information
on and application of stormwater pollution prevention plans and applicable permit
requirements, proper housekeeping and spill prevention, and erosion and
sediment/runoff control.

Managers at each of the County-owned facilities requiring coverage under NPDES
general discharge permit have updated their SWPPP recently, or are in the process
of updating the SWPPP, and are scheduled to update them again following the
issuance of the new General Permit by MDE in January 2014. Training is
performed yearly, which is critical to ensure staff are fully knowledgeable of the
potential pollutant sources at each facility, how to properly store and handle these
sources, and the procedures for responding to a spill or emergency. Refresher
trainings are provided when necessary.

The SWPPP Evaluation Reports for the four Waste Management Services facilities
are included digitally in Appendix E, including training outlines for each. The
November 2013 training falls in the next reporting period and will be covered in
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the next annual report. Pollution prevention plans and spill prevention, control, and
countermeasure plans are kept at these facilities and updated regularly.

F. Watershed Assessment and Planning

Anne Arundel County shall continue the systematic assessment of water quality within
all of its watersheds. These watershed assessments shall include detailed water quality
analyses, the identification of water quality improvement opportunities, and the
development and implementation of plans to control stormwater discharges to the
maximum extent practicable. The overall goal is to ensure that each County watershed
has been thoroughly evaluated and has an action plan to maximize water quality
improvements.

At a minimum, the County shall:

1. Continue to develop watershed management plans for all watersheds in Anne
Arundel County. A watershed management plan has been completed for the
South River watershed and an additional one is currently under development for
the Severn River watershed. Future plans shall be performed according to
priorities established by the County. At a minimum, watershed management
plans shall:

a. Determine current water quality conditions;
b. Identify and rank water quality problems;

c. ldentify all structural and non-structural water quality improvement
opportunities;

d. Include the results of a visual watershed inspection;
e. Specify how the restoration efforts will be monitored; and

f. Provide an estimated cost and a detailed implementation schedule for those
improvement opportunities identified above

Status:

Anne Arundel County developed a Watershed Assessment and Planning Program
(WAP) to comply with the conditions outlined in the NPDES MS4 permit. One of
the components of the WAP is to perform watershed assessments as stipulated by
the permit requirements above for each of the County’s 12 watersheds. The
watershed studies involve a partnership between the County, various consultants,
and citizen stakeholders. The field data collection is performed primarily by
consultants specifically for each watershed study effort. All modeling, analysis, and
reporting are performed in-house by County staff. Once the data are collected and
analyzed for a watershed, the WAP staff collaborates with the consultants and other
citizen stakeholders in a series of professional management team meetings to
thoroughly review the information and reach consensus pertaining to assumptions
and data interpretations. Once consensus is reached, the County publishes the study,
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including recommended restoration/preservation actions and desired implemen-
tation strategies. Additionally, environmental concerns and recommendations are
portrayed in GIS files published on the County website on the interactive WERS
mapping application found at the following website address: http:/qgis-
world.aacounty.org/WERS/.

Recommendations developed during watershed studies are used to advise and
prioritize land use decisions and Capital Improvement Program expenditures
relating to environmental restoration and preservation. To expedite imple-
mentation, preliminary restoration designs are developed as part of the watershed
assessment and planning effort for some of the highest priority recommendations.

During 2013, the County completed a targeted benthic bioassessment study for 24
sampling locations within the Herring Bay Watershed. The County began contract
initiation for the Herring Bay Watershed Comprehensive Master Plan Study slated
to start in spring 2015. Available study reports are published under http://www
.aacounty.org/DPW/Watershed/HerringBayStudy.cfm

During 2013, the County began collecting field data as part of the field collection
portion of the comprehensive study for the West and Rhode River Watersheds. The
stream assessment data are anticipated to be ready by the next reporting period.
Available study reports are published under http://www.aacounty.org/DPW
[Watershed/WestRhodeStudy.cfm

During 2013, the County continued its work on the Watershed Master Plan study
efforts for the Little Patuxent Watershed. Work was completed on the Rosgen Level
I geomorphic assessments and the BMP drainage areas. Currently, staff are working
through the prioritizations for subwatersheds and streams. All study related
materials will be published on the County website: http://www.aacounty
.org/DPW/Watershed/L ittlePatuxentStudy.cfm.

Watershed restoration efforts are monitored using the County’s WPRP funding. At
a minimum, restoration projects are monitored for stability and native vegetation
survivability for up to 5 years following project completion. During this monitoring
period, any identified issues that may lead to project failure are either addressed
through immediate remediation, or are put forward for re-design and construction
through a stand-alone capital project. Recently, restoration project permits have
included special conditions stipulating pre and post construction monitoring for
water quality and biological community assessment. For those permitted projects,
the County is implementing monitoring requirements using qualified contract staff
overseen by County ecological assessment specialists.

Chesapeake Bay Watershed TMDL — Watershed Implementation Plan Phase I

Anne Arundel County continues working collaboratively with MDE and various
stakeholders within the County to implement the Chesapeake Bay TMDL
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Watershed Implementation Plan (WIP) to reduce the nutrient and sediment load
within Anne Arundel County’s portion of three major tributary basins (Lower
Western Shore, Patuxent, and Patapsco). The County’s target load allocation and
waste load allocation for these major tributary basins are apportioned by MDE and
are part of the larger Chesapeake Bay TMDL allocation.

During the reporting period (ending June 30, 2013), 2-Year Milestones were
developed for all identified pollutant source sectors including stormwater. These
milestones are better described as interim programmatic and implementation
actions necessary to achieve the goals of the County’s Phase Il WIP. During the
next reporting period (ending June 30, 2014), the County will continue assessing
the status of milestone implementation and any adaptive management changes
necessary as part of the on-going WIP coordination with MDE. Included in this
coordination will be the Final 2013 Milestone Report and development of 2015
milestones. The status of the 2-Year Milestones can be found on the MDE webpage:
http://www.mde.state.md.us/programs/Water/TMDL/TMDL Implementation
[Pages/MD_Milestone_Goals_2012-2013.aspx.

Develop watershed management plans until all land area in Anne Arundel
County is covered by a specific action plan to address the water quality problems
identified. At a minimum, the County shall perform a detailed watershed
management plan for one County watershed during this permit term.

Status:

The County is continuing with its efforts to develop watershed management plans
for the 12 major watersheds within the County. The County is on schedule to
complete the first round of assessments by spring 2017. Table 9 shows the current
schedule established to complete these studies:

Table 9. Watershed Assessment Schedule

Timeline for Timeline for
Targeted Habitat Timeline for
MDE 8-Digit Bioassessment Assessment Analysis
Watershed Completion Completion Completion
Watershed Code (Calendar Year) (Calendar Year) (Calendar Year)
Severn 02131002 Complete Complete Complete
South 02131003 Complete Complete Complete
Upper Patuxent 02131104 Complete Complete Complete
Magothy 02131001 Complete Complete Complete
Patapsco Non-Tidal 02130906 Complete Complete Complete
Patapsco Tidal 02130903 Complete Complete Complete
Bodkin 02130902 Complete Complete Complete
Little Patuxent 02131105 Complete Complete 2014
Rhode 02131004 Complete 2014 2015
West 02131004 Complete 2014 2015
Herring Bay 02131005 Complete 2015 2016
Middle Patuxent 02131102 2015 2016 2017

2013 Annual NPDES Report

Anne Arundel County

111-54



3. Provide, in the first annual report for this permit, a complete watershed
management plan for a priority watershed. Subsequent annual reports shall
continue progress reporting and the detailed watershed management plan
required in Part 111.F.2 shall be submitted no later than the fourth annual report.

Status:

In 2012, the County developed a complete watershed management plan for the
Patapsco Tidal and Bodkin watersheds. In addition, field assessments have been
completed for the Little Patuxent watershed. All GIS data associated with the
Patapsco Tidal and Bodkin Watershed study have been appended to the WERS
mapping application and are published online. http://www.aacounty.org/DPW
[Watershed/WatershedStudies.cfm. It is anticipated that the remaining prioritiza-
tions and recommendations for the Little Patuxent Watershed study will be
completed and submitted with the 2014 report.

G. Watershed Restoration

Anne Arundel County shall implement those practices identified in Part I111.F to control
stormwater discharges to the maximum extent practicable. The overall goal is to
maximize the water quality in a single watershed, or combination of watersheds, using
efforts that are definable and the effects of which are measurable. At a minimum, the
County shall:

1. Complete the implementation of those restoration efforts that were identified and
initiated during the previous permit term to restore ten percent of the County’s
impervious surface area. The watershed, or combination of watersheds where the
restoration efforts are implemented shall be monitored according to Part I11.H to
determine effectiveness toward improving water quality.

2. Begin to implement restoration efforts in a watershed, or combination of
watersheds, to restore an additional ten percent of the County’s impervious
surface area. These efforts shall be separate from those specified in Part 111.G.1
and shall be monitored according to Part 111.H to determine effectiveness toward
improving water quality.

Status:

Implementation of environmental enhancement and watershed restoration projects
is administered by Anne Arundel County DPW. The projects, which are funded
under the County Capital Improvement Program (CIP) or conducted by other
entities in collaboration with the County, are aimed at treating water quality through
both structural and non-structural BMPs. As noted in Part 111.C.5, all of the water
quality improvement and waterway restoration projects that are either completed or
under active CIP contract during the 2004-2013 time period are in included in
Appendix A.
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Many of these projects were funded and constructed directly by Anne Arundel
County. Other projects were funded and constructed through grants, or other
means, by private entities and stakeholder groups. The drainage and impervious
areas detailed for these projects in Appendix A have been delineated for only those
projects that are believed to provide a water quality benefit and are completely
constructed as of June 2013. It is noted that no treatment credit was claimed for
overlapping drainage areas, or for over-management. It is also important to note
that it is not possible for the County to distinguish between jurisdictional
responsibilities when implementing a stream restoration project or SWM facility.
Due to this, Anne Arundel County currently claims credit for the total area restored
by all implemented projects, regardless of the jurisdictions from which the
impervious areas drain (e.g., privately-owned impervious lands). The total
impervious area treated can then be compared to the County jurisdictional
uncontrolled impervious land total to determine the County impervious percentage
restored.

Three hundred and forty-two projects (342) were implemented between 2004 and
2013. The total area draining to these projects is approximately 8,973 acres (2,454
acres of impervious surface). Sixty-six of these projects were funded and
constructed through Anne Arundel CIP projects. Two hundred and four (204) of
these projects were privately funded by WSA affiliates in collaboration with Anne
Arundel County. The remaining projects were funded through grants and private
funds by watershed stakeholders such as the South River Federation, the Severn
River Association, and the Alliance for Sustainable Communities. The total amount
of treated area within the County is continually updated as the projects are
completed.

The County has focused its efforts and expenditures on implementing projects
within areas with a completed comprehensive watershed study. The County has
exceeded the 10% treatment requirement in five of its seven high priority
watersheds, which include the South River at 18% treatment, Little Patuxent at 17%
treatment, Magothy River at 15% treatment, Severn River at 13% treatment, and
Patapsco Tidal at 10% treatment. On a Countywide, comprehensive basis, the
restoration projects provide treatment that is equivalent to 10.7% of the County’s
total uncontrolled impervious surface. However, according to CWP published
research, watersheds with less than 10% imperviousness are considered minimally
impacted as far as the habitat and biological functions of the receiving streams.
Watersheds with less than 10% imperviousness are considered a low priority for
urban restoration and are highlighted in yellow in Table 10. If these low priority
watersheds are removed from the County’s total uncontrolled impervious surface
treatment calculations, the County has restored the equivalent of 12.4% of its
uncontrolled impervious surface.

3. Report annually

a. The progress toward meeting the goals established in Part 111.G.1 and
11.G.2;
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b. The estimated cost and the actual expenditures for all watershed restoration
activity; and

c. The progress toward meeting the overall watershed restoration goals
established in Part 111.F.

Status:

The progress toward meeting the goals established in Part 111.G.1 and 111.G.2 are
listed below in Table 11. The projects listed are those that have completed the
construction phase and that provide a water quality benefit. The projects
constructed during the 2013 reporting year have been highlighted in yellow.

The total budget and actual expenditure for the completed CIP restoration projects
noted in Appendix A are tabulated in Table 11. The project budget information
was obtained from the Anne Arundel County Project Information Management
Systems (PIMS). The expenditures to date were confirmed using the County’s J.D.
Edwards EnterpriseOne accounting system. Blank values in the table indicate that
the information is not available or the projects were constructed by a third party in
collaboration with the County but not funded by the County.
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Table 10. Summary of Impervious Area Restored 2004-2013

Area in Acres

Non-County Jurisdictional Impervious
Impervious Lands (Non- Impervious Managed by % Equivalent Remaining
Anne Arundel Total Managed by Jurisdictional Acres Not CIP County County Remaining Total
County Total Impervious Percent Stormwater Impervious managed by Restoration Rooftop Non-Rooftop Impervious Area | Uncontrolled Uncontrolled
Watersheds Area Acres Impervious BMP Area) BMPs Projects ® | Disconnections | Disconnections Restored Impervious ® Impervious ©
Patapsco Tidal 30,852 8,639 28% 1,833 4,880 (1,569) 5,237 508.3 195 77 10.2% 4,457 6,026
Patapsco Non-Tidal 15,281 4,184 271% 1,348 4,843 (1,195) 1,641 91.5 144 60 6.4% 1,346 2,541
Little Patuxent 27,752 4,347 16% 955 12,526 (1,577) 1,815 253.3 311 48 17.4% 1,203 2,780
Severn River 44,248 8,269 19% 2,108 @ 9,178(2,532) 3,629 368.0 515 160 12.5% 2,586 5,118
Magothy River 22,802 4,500 20% 1,081 1,187 (282) 3,137 403.3 369 105 15.1% 2,260 2,542
South River 36,187 4,432 12% 1,461 3,572 (732) 2,239 305.6 392 126 17.8% 1,415 2,147
Bodkin Creek 5,034 614 12% 132 35 (16) 466 0.1 91 42 0.03% 333 349
Upper Patuxent 22,590 1,263 6% 349@ 5,326 (136) 778 28.0 158 19 5.0% 573 709
Herring Bay 14,239 824 6% Incomplete © 547 (66) 758 0.2 72 35 0.03% 651 717
West River 7,809 492 6% Incomplete © 506 (29) 463 3.7 57 19 1.0% 383 412
Rhode River 8,783 473 5% Incomplete © 2,095 (60) 413 3.0 55 15 0.9% 340 400
Middle Patuxent 29,691 1,172 4% Incomplete © 819 (205) 967 0.0 188 0 0.0% 779 984
Total 265,268 39,209 15% 45,514(8,399) 21,543 1,965 2,547 706 16,326 24,725

() Restoration project impervious area treated based on County projects constructed between 2004 and 2013 using MDE accounting criteria.

@ A 30% impervious treatment is assumed. Values will be updated once BMP drainage areas are completed.

® These data will be completed in accordance with the County watershed assessment schedule. No credit is claimed for incomplete analysis.

“ Remaining County Uncontrolled Impervious area to be treated by the County.

®) Remaining Total Uncontrolled Impervious: includes treatment responsibilities outside the County's jurisdiction.

Rows highlighted in yellow represent watersheds with less than 10% imperviousness. According to CWP, 10% imperviousness is considered the threshold for attaining good biological and habitat conditions. Urban SWM treatment for these
areas is a low priority.
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Table 11. Summary of Restoration Expenditures

AA
AA County
County Expendi-
Project Contract Funding Budgeted ture To
Project Name 1D Project Type Status Number Number Source Cost Date
Broadneck Road - Construction
Stream Repair 3 Stream Restoration Complete Q530700 Q530701 AACO $425,000 | $420,000
Crofton Tributary 7 | StreamRestoration | COMSMUCUON 10514300 | Q514301 AACO $652,000 | $600,000
Restoration Complete
1343 Hollywood Ave 262 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
1343 Hollywood Ave 263 Rain Garden Construction N/A N/A Private — —
Rain Garden Complete
Arundel on the Bay . Construction .
Rain Garden 264 Rain Garden Complete N/A N/A Private — —
21(.) M!” Church Road 265 Bioretention Construction N/A N/A Private — —
(Divinity Cove) Complete
1509 Circle Drive Construction
Infiltration Trench/ 266 Bioretention N/A N/A Private — —
b Complete
Rain Garden
Park Drive Rain 272 Bioretention Construction N/A N/A EPA_Grant/ . .
Garden Complete Private
Little Magothy View 973 Bioretention Construction N/A N/A EPA Grant/ . .
Rain Garden Complete Private
. - Construction EPA Grant/
Hillsmere Rain Garden | 2'% Bioretention Complete NIA NIA Private T B
Discovery Village Rain 275 Bioretention Construction N/A N/A EPA_Grant / . o
Garden Complete Private
. . Construction EPA Grant/
Galesville Rain Garden | 27 Bioretention Complete NIA N/A Private — —
Captain Salem Avery . . Construction Ches. Trust
House Rain Gardens 217 Bioretention Complete NIA N/A Grant B B
AA County Dept. of . - Construction EPA
Health 100 Bioretention Complete NIA NIA Grant/Private T B
Aurora Hills SWM Outfall Stab / Construction
Rehabilitation 1 115 Instream Rest. Complete Q483700 Q483701/02 AACO
Aurora Hills SWM Ouitfall Stab / Construction
Rehabilitation 2 116 Instream Rest. Complete Q483700 Q483701/02 AACO $893,000 | $829,679
Aurora Hills SWM Outfall Stab / Construction
Rehabilitation 3 17 Instream Rest. Complete Q483700 Q483701/02 AACO
Barker-Donohoe . . Construction EPA
Residence 109 Bioretention Complete NIA NIA Grant/Private T B
Blue Bird Lane 42 | Stream Stabilization | COMSIUCUON 1 499900 D499912 AACO $116,121 | $116,121
Erosion Complete
Brewer Creek - Construction
Restoration 36 Wetland Creation Complete Q437300 Q437319 AACO $21,000 $21,073
Brockbridge Elem. R Construction
Stream Restoration 4 Stream Stabilization Complete Q516300 Q516301 AACO $502,000 | $480,000
. . Construction EPA
Bywater Rain Gardens 101 Bioretention Complete NIA NIA Grant/Private T B
Cape St Claire Storm Storm Drain and Construction
Drains and 54 Water Quality D381800 D381801-08 AACO $4,714,300 | $4,609,114
. . ) Complete
Bioretention Retrofit
Capetown SWM Pond | ¢ SWM Retrofit Construction | 1y 199909 D499905 AACO $107,615 | $107,615
Retrofit Complete
Central Sanitation .
o . Construction
Facility Stream 53 Stream Restoration S777200 S777203 AACO $916,065 | $819,000
: Complete
Restoration
. . Construction .
Chartwell Rain Garden 102 Bioretention Complete N/A N/A Private — —
Chartwell Stream S Construction
Stabilization 58 | Stream Stabilization Complete Q503800 Q503801 AACO $318,000 | $316,625
Church (_Zreek Stream 124 | Stream Stabilization Construction N/A N/A Private . .
Restoration Complete
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AA
AA County
County Expendi-
Project Contract Funding Budgeted ture To
Project Name 1D Project Type Status Number Number Source Cost Date
Cockey Creek Retrofit - Construction
Project - A St. Outfall 125 | Outfall Stabilization Complete Q462900 Q462902 AACO $64,250 $64,225
Cockey Creek Retrofit Construction
- Riverside Dr & 10th 126 | Outfall Stabilization Complete Q462900 Q462904 AACO $30,100 $30,022
St
College Station SWM | 115 | g\ Retrofit Construction | 1199900 | D499906 AACO $184,000 | $183,454
Pond Retrofit Complete
Courts of CroftonPond | 41 | gy Retrofit Construction | 499900 | D4g9907 AACO | $420000 | $414,500
Retrofit Complete
Manhattan Beach S Construction NFWF
SPSC 103 | Outfall Stabilization Complete N/A N/A Grant/Private — —
Cypress Pointe Pond | 154 | g\ym Retrofit Construction | 156000 | D406961 AACO $25000 | $21,021
Retrofit Complete
Dulls Corner Stream | 1) | gyroam Restoration | COMSIUCUON | 0503900 | Q503901 AACO $400,000 | $334,274
Restoration Complete
Eastport-Annapolis 112 | SWM Retrofit Construction | 199900 | D499928 AACO $132,300 | $131,692
Neck Library Complete
Edgewater Elementary . Construction
BMP 57 Stream Restoration Complete Q514500 Q514503 AACO $534,800 | $515,384
Ferry Farms Storm Storm Drain Construction
Y 131 | Upgrades and Ouitfall D521500 D521501 AACO $247,000 | $185,939
Drain Improvement Complete
Improvement
Fidanza Residence 104 Bioretention Construction N/A N/A EPA_Grant/ — —
Complete Private
Gingerville SWMP SWM Retrofit / Construction
Upgrade 12 Outfall Stabilization Complete Q497700 Q497701 AACO $716,000 $716,552
. Wetland Bog Construction
Gray's Creek Bog 13 Restoration Complete Q516800 Q516801 AACO $503,000 | $446,222
Harundale SWM 14 | SWM Retrofit Construction | 463500 | Q463201 AACO | $456,000 | $453,548
Facility Complete
Heritage Office Construction
Complex BMP 33 BMP Retrofit Q437300 Q437316 AACO $23,009 $23,009
. Complete
Demonstration
Hidden Pond Construction Q437300 & | Q437328 &
Restoration 15 Wetland Upgrade Complete D499900 D499916 AACO $91,190 $91,190
Jabez Branch Repair | 50 | Stream Restoration Cgc‘)srg;ﬁ:t'g” D499900 D499925 AACO $25,000 | $25,000
L|_nco|n D_r. 105 Bioretention Construction N/A N/A EPA_Grant/ . -
Bioretention Complete Private
Marley Station . Construction
Wetland 16 Wetland Creation Complete Q463300 Q463301 AACO $477,000 | $412,164
MDA Rain Gardens 106 Bioretention Construction N/A N/A EPA_Grant/ — —
Complete Private
National Business Park Construction
- NBP324,Downstream | 261 Stream Restoration N/A N/A Private — —
e Complete
Mitigation
North Carolina Avenue Outfall Stabilization Construction Q437300 & | Q437338 &
Outfall 20| and Wetland Creation | Complete H349400 | H349403 AACO | $269,708 | $299,913
NPDES Storm Drain Storm Drain Retrofit Construction
Retrofits - Foxchase 43 and Water Quality Complete D439900 D499901 AACO $199,000 | $145,043
Olen Drive Fish 17 | Stream Restoration | COMSUUCHON | 4g0800 | Qas9801 AACO $374,000 | $302,648
Passage Complete
Park Road Outfall e Construction
Rehabilitation 21 | Outfall Stabilization Complete Q497600 Q497601 AACO $149,000 | $145,043
Pine Haven Stream 41 | Stream Stabilization | COMSUUCUON | pagg000 | Dagg91l AACO $80,150 | $80,150
Erosion Repair Complete
Randell Rd Rain 107 Bioretention Construction N/A N/A Eagle_Scout . -
Garden Complete Project
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AA County
County Expendi-
Project Contract Funding Budgeted ture To
Project Name 1D Project Type Status Number Number Source Cost Date
Riva Annapolis Storm
Drain & Outfall S Construction
Rehabilitation (Riva 23 | Outfall Stabilization Complete Q514400 Q514401 AACO $1,087,000 | $1,061,566
400)
Riva Trace Baptist 108 Bioretention Construction N/A N/A EPA_Grant/ . .
Church Complete Private
Saunders Point Storm . Phase 1
Drains and SWM 146 | SormDrainand | oongtion | D510200 | D510201 AACO | $888,000 | $496,000
- SWM Retrofit
retrofit Complete
Severn Station SWM | 56 | S\ Retrofit Construction | 199900 | Dag9908 AACO | $375000 | $354,377
Pond Complete
Sloop, Eli, & Long - Construction
Coves Retrofits, Site 2 29 Stream Restoration Complete Q514100 Q514102 AACO $151,770 | $148,947
North Carolina
Wetland Recovery @ 30 | Outfall Stabilization Construction Q437300 & | Q437337 & AACO $208,041 | $201,296
H349400 H349402
Severn Rd. outfall Complete
South Down Shores Storm Drain
Storm Drain 59 Construction D527400 D527401 AACO $414,240 | $414,237
Improvement
Improvement Complete
Sunnyfield Outfall Stream Restoration Construction
Restoration 55 and BMP Retrofit Complete D499900 D499903 AACO $537,000 | $271,676
Wainwright Avenue Storm Drain Retrofit Construction
Storm Drain Retrofit 113 and Water Quality Complete D537900 D537902 AACO $202,000 | $201,650
Western Tributary 64 | Stream Stabilization | COMSUUCUON | h90900 | D499910 AACO $457,509 | $379,108
Stream Restoration Complete
Wilelinor SWM e Construction
Rehabilitation 40 | Outfall Stabilization Complete Q514000 Q514001 AACO $752,000 | $706,053
Woods Road Culvert Instream Culvert Construction Q462900 & | Q462903 &
Stream Restoration 47 Retrofit Complete D499900 D499915 AACO $90,522 $89,697
Carriage Hills Qutfall Outfall Stabilization MDE Grant/
Stabilization and 151 and Stream Construction N/A N/A Federal ARRA — —
Stream Restoration Restoration Complete Money
Saefern Outall 152 | Outfall Stabilization | COnstruction NIA N/A EPA Grant — —
Stabilization Complete
llt_i Avondale Circle 153 Rain Barrel Construction N/A N/A Private . .
Rain Barrel Complete
120 Cove View Trail | 45, Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
76 Pomt_Somerset 155 Rain Barrel Construction N/A N/A Private . .
Lane Rain Barrel Complete
317 Old County Road 156 Rain Barrel Construction N/A N/A Private — —_
Rain Barrel Complete
195 Topeg Drive Rain 157 Rain Barrel Construction N/A N/A Private . .
Barrel Complete
202 Avondale Circle 158 Rain Barrel Construction N/A N/A Private . .
Rain Barrel Complete
216_3 Springdale Avenue 159 Rain Barrel Construction N/A N/A Private . o
Rain Barrel Complete
105 Avondale Circle 160 Rain Barrel Construction N/A N/A Private . -
Rain Barrel Complete
91 Pomt_Somerset 161 Rain Barrel Construction N/A N/A Private . .
Lane Rain Barrel Complete
896 Randell Road Rain 162 Rain Barrel Construction N/A N/A Private . .
Barrel Complete
Olde Severna Park
Improyement 163 Rain Barrel Construction N/A N/A Private — —
Association Beach Complete
Rain Barrel
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AA County
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Project Contract Funding Budgeted ture To
Project Name 1D Project Type Status Number Number Source Cost Date
1228 Sandalwood - Construction .
Road Rain Barrel 164 Rain Barrel Complete N/A N/A Private — —
1444 Point-O-Woods 165 Rain Barrel Construction N/A N/A Private — —
Court Rain Barrel Complete
22 Janwall Court Rain 166 Rain Barrel Construction N/A N/A Private . .
Barrel Complete
736 Trenton Ave Rain 167 Rain Barrel Construction N/A N/A Private . .
Barrel Complete
1033 Ashe Street Rain . . Construction .
Garden 168 Bioretention Complete N/A N/A Private — —
Wgstfleld Annapolis 169 Bioretention Construction N/A N/A EPA_Grant/ . o
Rain Garden Complete Private
St. Philips Episcopal . . Construction EPA Grant/
Church Rain Garden 170 Bioretention Complete NIA N/A Private — —
17?0 Tarrytown Ave 171 Bioretention Construction N/A N/A EPA_Grant/ . .
Rain Garden Complete Private
1720 Tarrytown Ave . - Construction EPA Grant/
Rain Garden 172 Bioretention Complete NIA NIA Private T B
17?0 Tarrytown Ave 173 Rain Barrel Construction N/A N/A EPA_Grant/ . o
Rain Barrels Complete Private
1721 Tedbury Rd. Rain 174 Rain Barrel Construction N/A N/A EPA_Grant/ . .
Barrels Complete Private
1708 Truro Rd. Rain 175 Bioretention Construction N/A N/A EPA_Grant/ . .
Garden Complete Private
1708 Truro Rd. Rain - Construction EPA Grant/
Barrels 176 Rain Barrel Complete NIA NIA Private _ B
1737 Urby Dr. Rain 177 Bioretention Construction N/A N/A EPA_Grant/ . -
Garden Complete Private
1733 Urby Dr. Rain 178 Bioretention Construction N/A N/A EPA_Grant/ . .
Garden Complete Private
2106 Meghan Ct. Rain 179 Bioretention Construction N/A N/A EPA_Grant/ . .
Garden Complete Private
St. Elizabeth Anne .
Seton ChurchRain | 180 | Bioretention Construction N/A N/A EPA Grant/ — -
Complete Private
Garden
1535 Eton Way R Construction EPA Grant/
Infiltration 181 Infiltration Complete NIA NIA Private T B
17(_32 Tarreytown Rd. 182 Bioretention Construction N/A N/A EPA_Grant/ . o
Rain Garden Complete Private
1456 Harwell Ave. 183 Bioretention Construction N/A N/A EPA_Grant/ . .
Rain Garden Complete Private
Crc_)fton Woods Elem. 184 Bioretention Construction N/A N/A EPA_Grant/ . .
Rain Garden Complete Private
Crofton Woods Elem. . - Construction EPA Grant/
Rain Garden 185 Bioretention Complete NIA NIA Private T B
Crc_)fton Town Hall 186 Bioretention Construction N/A N/A EPA_Grant/ . o
Rain Garden Complete Private
Cr(_)fton Town Hall 187 Bioretention Construction N/A N/A EPA_Grant/ . .
Rain Garden Complete Private
424 & Reidel Rd. Rain 188 Bioretention Construction N/A N/A EPA_Grant/ . .
Garden Complete Private
Beaver Creek . . Construction EPA Grant/
Childcare Rain Barrel | 122 Bioretention Complete NIA NIA Private — —
Beaver Creek . . Construction EPA Grant/
Childcare Rain Garden | +2° Bioretention Complete NIA N/A Private — —
762 Dividing Creek . . Construction EPA Grant/
Rd. Rain Garden 191 Bioretention Complete NIA NIA Private _ _
Heritage Baptist 192 Bioretention Construction N/A N/A EPA Grant/ . .
Church Complete Private
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St. Martin's Lutheran . - Construction EPA Grant/
Church Rain Garden 193 Bioretention Complete NIA NIA Private T B
St. Mary's Bioretention | 194 Bioretention Construction N/A N/A EPA_Grant/ — —
Complete Private
1262 Creek Dr. Rain 195 Bioretention Construction N/A N/A Private — —
Garden Complete
542 Paw Paw Cove Ct. | 14q Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
407 Avondale Circle . Construction .
Rain Barrel 197 Rain Barrel Complete N/A N/A Private — —
10 Riggs Ave Rain 198 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
657 Creek Rd. Rain 199 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
603 Cypress Pointe Dr 200 Rain Barrel Construction N/A N/A Private - o
Rain Barrel Complete
663 Creek Rd. Rain . Construction .
Barrel 201 Rain Barrel Complete N/A N/A Private — —
26(.3 Cypress Creek Rd. 202 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
660 Creek Rd. Rain 203 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
505 Dill Point Dr. Rain 204 Rain Barrel Construction N/A N/A Private - o
Barrel Complete
2923 Edgewater Dr. - Construction .
Rain Barrel 205 Rain Barrel Complete N/A N/A Private — —
669 Dill Rd. Rain 206 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
633 Cypress Pointe Dr. 207 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
109 Rustic Ridge Rd. 208 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
716 Dill Rd. Rain 209 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
677 Dill Rd. Rain 210 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
691 Dill Rd. Rain 211 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
683 Dill Ct. Rain 212 Rain Barrel Construction NIA N/A Private — -
Barrel Complete
681 Dill Rd. Rain 213 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
649 Dunkeld Ct. Rain 214 Rain Barrel Construction N/A N/A Private - o
Barrel Complete
629 Dunkeld Ct. Rain 215 Rain Barrel Construction N/A N/A Private - o
Barrel Complete
643 Dunkeld Ct. Rain 216 Rain Barrel Construction N/A N/A Private . o
Barrel Complete
56 Bricepoint Ct. Rain 217 Rain Barrel Construction N/A N/A Private o o
Barrel Complete
209 Wood Loch Ln 218 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
208 Wood Loch Ln 219 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
52 Taras Trail Rain 290 Rain Barrel Construction N/A N/A Private o o
Barrel Complete
55_Cypress Pointe Ct. 291 Rain Barrel Construction N/A N/A Private - o
Rain Barrel Complete
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238 Charita Way. Rain - Construction .
Barrel 222 Rain Barrel Complete N/A N/A Private — —
2810 Carrollton Rd. 223 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
2554 Carroliton Rd 224 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
1036 Harbor Rain 225 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
1029 Pinecrest Dr. . Construction .
Rain Barrel 226 Rain Barrel Complete N/A N/A Private — —
2806 Carrollton Rd 227 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
1031 Harbor Dr. Rain 298 Rain Barrel Construction N/A N/A Private - o
Barrel Complete
2834 Carrollton Rd. 299 Rain Barrel Construction N/A N/A Private - o
Rain Barrel Complete
2670 Carrollton Rd. . Construction .
Rain Barrel 230 Rain Barrel Complete N/A N/A Private — —
2655 Carrollton Rd. 231 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
1034 Old Bay Ridge . Construction .
Rd. Rain Barrel 232 Rain Barrel Complete N/A N/A Private — —
2818 Carrollton Rd. 233 Rain Barrel Construction N/A N/A Private . .
Rain Barrel Complete
2660 Claibourne Rd. . Construction .
Rain Barrel 234 Rain Barrel Complete N/A N/A Private — —
2616 Ogleton Rd. Rain 235 Rain Barrel Construction N/A N/A Private - o
Barrel Complete
2687 Claibourne Rd. 236 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
2800 Carrollton Rd. 237 Rain Barrel Construction N/A N/A Private . .
Rain Barrel Complete
2804 Carrollton Rd. 238 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
207 Riverside Rd. Rain 239 Rain Barrel Construction N/A N/A Private - o
Barrel Complete
6433 Weems Ave Rain 240 Rain Barrel Construction N/A N/A Private _ _
Barrel Complete
6656 Highview 241 Rain Barrel Construction NIA N/A Private — -
Terrace, Rain Barrel Complete
401 Arundel Rd Rain 242 Rain Barrel Construction N/A N/A Private - o
Barrel Complete
6437 Weems Ave Rain 243 Rain Barrel Construction N/A N/A Private _ o
Barrel Complete
6714 Duck Lane Rain 244 Rain Barrel Construction N/A N/A Private _ _
Barrel Complete
Captain Salem Avery | g Rain Barrel Construction NIA N/A Private — —
House Rain Barrels Complete
6605 Revell Rd Rain 246 Rain Barrel Construction N/A N/A Private - o
Barrel Complete
2744 Swan Way Rain 247 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
2764 Ashe St. Rain 248 Rain Barrel Construction N/A N/A Private - o
Barrel Complete
1712 Truro Rd. Rain 249 Rain Barrel Construction N/A N/A Private o o
Barrel Complete
2650 Claibourne Rd. 250 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
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2849 Green Willow Dr. - Construction .
Rain Barrel 251 Rain Barrel Complete N/A N/A Private — —
124 Bay Park Way 252 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
306 Holland Rd. Rain 253 Rain Barrel Construction N/A N/A Private . .
Barrel Complete
301 Park Dr Rain 254 Rain Barrel Construction N/A N/A Private — —
Barrel Complete
43 Lockleven Dr. Rain - Construction .
Barrel 255 Rain Barrel Complete N/A N/A Private — —
737 Trenton Ct. Rain 256 Rain Barrel Construction N/A N/A Private . o
Barrel Complete
95_Barrensdale Dr. 957 Rain Barrel Construction N/A N/A Private . .
Rain Barrel Complete
51§ White Oak Dr. 258 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
204 Avondale Circle - Construction .
Rain Barrel 259 Rain Barrel Complete N/A N/A Private — —
409 Glenmont Ave 260 Rain Barrel Construction N/A N/A Private — —
Rain Barrel Complete
Captain Salem Avery . . Construction Chesapeake
House Rain Gardens 21 Bioretention Complete NIA N/A Trust Grant — —
Science Drive In- 278 | Stream Stabilization | CONStruction AACO — 121,000
Stream Weir Complete
West River Center .
Rain Garden 285 Rain Garden Complete N/A N/A WSA — —
W. Benfield Blvd. . Pointfield West
Buffer Planting 291 Buffer Planting Complete N/A N/A HOA — —
Ho_rn Point Marina 292 Rain Garden Complete N/A N/A Marina Owner — —
Rain Garden
Gingerville Creek
Riparian Buffer 293 Buffer Planting Complete N/A N/A WSA — —
Planting
South Shore Baptist .
Church Planting 294 Buffer Planting Complete N/A N/A WSA — —
EI‘;:::‘;"[?; Harbor Tree | 597 | Buffer Planting Complete N/A N/A AACO — 4,790
1037 Ashe St Rain 301 Rain Barrel Complete N/A N/A Private — —
Barrels
130 Calhoun St Rain . CBT
Garden 302 Rain Garden Complete N/A N/A Grant/WSA — —
Anne Arundel Unity Gardens
Community College 305 Rain Garden Complete N/A N/A é — —
- rant
Rain Garden
15(.)6 Winchester Rd 306 Rain Garden Complete N/A N/A Private — —
Rain Garden
Severn Run Stream | 309 | stream Stabilization |  Complete AACO — 30,000
Stabilization
Picture Spring Branch | 314 | gtream stabilization |  Complete AACO — 96,000
Stream Stabilization
Lionsgate Stream 315 | Stream Stabilization |  Complete AACO — 55,000
Stabilization
Park Road Infiltration 316 Infiltration Complete N/A N/A Private — —
Trench
Homeport Farms SPSC | 317 | Outfall Stabilization Complete Private — —
Olde Severna Park
Community Rain 318 Bioretention Complete N/A N/A Private — —
Garden
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Little Beach Tree Conservation .
Planting 319 Landscape Complete N/A N/A Private — —
HOA Funding,
Oyster Harbor Citizen | 320 Rain Barrel Complete N/A N/A Private — —
Assn Rain Barrel Donation
Federal/State
L Grant, HOA
Fls_hmg Creek Park 321 Bioretention Complete N/A N/A Funding, — —
Rain Garden .
Private
Donation
Arundel on the Bay .
Pumping Station VI 322 Conservation Complete N/A N/A Federal/State — —
Landscape Grant
No-Mow Zone
Arundel on the Bay
Pumping Station VI 323 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
Federal/State
Arundel Lodge Rain 324 Bioretention Complete N/A N/A Grant, Non- — —
Garden Government
Grant
USNA Nature Center | o, Rain Barrel Complete N/A N/A Federal/State . .
Rain Barrels Grant
US.NA Nature Center 326 Bioretention Complete N/A N/A Federal/State — —
Rain Garden Grant
258 Lower Magothy . . .
Beach Rd Rain Garden 327 Bioretention Complete N/A N/A Private — —
Popular Ave Rain 208 Conservation Complete N/A N/A Private . .
Garden Landscape
Saefe_rn Upland Tree 329 Conservation Complete N/A N/A Federal/State . .
Planting Landscape Grant
Kllnk_en Native 330 Conservation Complete N/A N/A Private — —
Plantings Landscape
Klinken Rain Garden 331 Bioretention Complete N/A N/A Private — —
Little Magothy Beach . . .
Rain Garden 332 Bioretention Complete N/A N/A Private — —
Olde Severna Park
Community Infiltration | 333 Infiltration Complete N/A N/A Private — —
Trench
11.04 tht_le Magothy 334 Bioretention Complete N/A N/A Private — —
View Rain Garden
é(;r\]r(éTnson Road Rain 335 Rain Barrel Complete N/A N/A Private — —
Old Herald Harbor
Road Emergency 336 | Stream Stabilization Complete N/A N/A AACO — 270,525
Culvert Repair
Patuxent River Road
Emergency Culvert 337 | Stream Stabilization Complete N/A N/A AACO — 275,000
Repair
14?4 Ridgeway East 338 Rain Barrel Complete N/A N/A Private — —
Rain Barrels
Shady Cove Natural L . EPA Grant/
Area Wetland 339 Living Shoreline Complete N/A N/A Private — —
Hammarlee Road S Private/
SPSC 340 | Outfall Stabilization Complete N/A N/A Developer — —
602 Hammonds Ferry - Private/
Road SPSC 341 | Outfall Stabilization Complete N/A N/A Developer — —
Severnview Drive 11 | Outfall Restoration Complete Q516600 | Q516601/02 AACO 717,000 | 717,000
Outfall Restoration
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North Carolina
Wetland Recreation 32 Wetland Creation Complete Q536100 Q536101 AACO 299,000 248,864
Phase 2
Fairoaks Outfall 130 | Outfall Stabilization Phase | Q499900 | Q499939 AACO 567,000 | 567,000
Retrofit Complete
Eee?f:fi(t) rehard SWM 1 g 5 SWM Retrofit Complete D537900 D537919 AACO 393,000 | 393,000
Selby on the Bay 147 Storm Drain Complete D515500 | D515501 AACO | 1,338,000 | 1421517
Storm Drains Improvement
g:t?léfeiltd Manor SWM | 965 | SWM Retrofit Complete D499900 | DA499943 AACO 312,000 | 312,000
Lake Louise Rain 343 Bioretention Complete N/A N/A Private — —
Garden
Eg;gf‘rv'“a outfall | 544 | Outfall Stabilization |  Complete D549600 | DO000113 AACO 138,000 | 583,790
g"P'ggs"'”e Blementary | 545 | outfall Stabilization |  Complete C478400 | C478417 AACO - —
4604 H|r_1ch|ngham 349 Rain Barrel Complete N/A N/A Private — —
Lane Rain Barrel
303 Bay View Drive | 45, Bioretention Complete N/A N/A Private — —
Rain Garden
ZBZFlr(;Tnson Road Rain 357 Rain Barrel Complete N/A N/A Private — —
éirﬁ?nson Road Rain 358 Rain Barrel Complete N/A N/A Private — —
11&.; Bar Harbor Road 359 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
102 Bar Harbor Road . .
Rain Barrel 360 Rain Barrel Complete N/A N/A Private — —
12(.3 Bar Harbor Road 361 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
7748 Glen Avenue 362 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
Knights Conservation 363 Rain Barrel Complete N/A N/A Private — —
Garden
Bodkin Elementary . .
Rain Barrel 365 Rain Barrel Complete N/A N/A Private — —
ngfr’e\llomm' Drive Rain 366 Rain Barrel Complete N/A N/A Private — —
86? Twin Harbor Drive 367 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
207 Mill Harbor Drive 368 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
205 Mill Harbor Drive . .
Rain Barrel 369 Rain Barrel Complete N/A N/A Private — —
206 Mill Harbor Drive 370 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
185 Doncaster Drive 371 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
20? Mackes BIuff Lane 372 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
198 West_Paddock 373 Rain Barrel Complete N/A N/A Private — —
Circle Rain Barrel
18(.) Dividing Court 374 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
204 Mill Court Rain 375 Rain Barrel Complete N/A N/A Private — —
Garden
183 Doncaster Drive 376 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
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AA County
County Expendi-
Project Contract Funding Budgeted ture To
Project Name 1D Project Type Status Number Number Source Cost Date
221 St. Antons Way . .
Rain Barrel 377 Rain Barrel Complete N/A N/A Private — —
1Bgr|\r/<l_lllbum Circle Rain 378 Rain Barrel Complete N/A N/A Private — —
8353 Forest Glen Dr 379 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
g:gfell: orest Drive Rain 380 Rain Barrel Complete N/A N/A Private — -
8444 Garland Road - .
Rain Garden 381 Rain Barrel Complete N/A N/A Private — —
BBSarl\rglllbum Circle Rain 382 Rain Barrel Complete N/A N/A Private — —
88461?1:%5 Drive Rain 383 Rain Barrel Complete N/A N/A Private — —
12‘.12 Doris Avenue 384 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
b cray DriveRain | 355 Rain Barrel Complete N/A N/A Private — —
70(.) Marboro Road 386 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
223 Harbor Drive Rain 287 Rain Barrel Complete N/A N/A Private — —
Garden
18? Grosvenor Land 388 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
8291 Highglade Ct. . .
Rain Barrel 390 Rain Barrel Complete N/A N/A Private — —
30‘? Maryland Ave 391 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
éir?;one Trail Rain 392 Rain Barrel Complete N/A N/A Private — -
783?;”9 Trail Rain 393 Rain Barrel Complete N/A N/A Private — —
SB z?rlr(ilge Road Rain 394 Rain Barrel Complete N/A N/A Private — —
1Bicr)reBloone Trail Rain 305 Rain Barrel Complete N/A N/A Private _ —
lB:’;rIFé?Stead Road Rain 396 Rain Barrel Complete N/A N/A Private — -
6 C_edar Point Road 397 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
1B z?rlr(ilge Road Rain 398 Rain Barrel Complete N/A N/A Private — —
SBir?glone Trail Rain 399 Rain Barrel Complete N/A N/A Private — —
185;rzoone Trail Rain 400 Rain Barrel Complete N/A N/A Private — —
thr?g’lone Trail Rain 401 Rain Barrel Complete N/A N/A Private — -
1B(§reBloone Trail Rain 402 Rain Barrel Complete N/A N/A Private — —
ZBA;rl;érllstead Road Rain 403 Rain Barrel Complete N/A N/A Private — —
Eé(;rl?;one Trail Rain 404 Rain Barrel Complete N/A N/A Private — —
égfrzoone Trail Rain | o5 Rain Barrel Complete N/A N/A Private — —
19 Ridge Road Rain 406 Rain Barrel Complete N/A N/A Private — —
Barrel
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Table 11. Summary of Restoration Expenditures

AA
AA County
County Expendi-
Project Contract Funding Budgeted ture To
Project Name 1D Project Type Status Number Number Source Cost Date
ég#é?smad Road Rain 407 Rain Barrel Complete N/A N/A Private — —
1B(;?reBloone Trail Rain 408 Rain Barrel Complete N/A N/A Private — —
le;?rEloone Trail Rain 409 Rain Barrel Complete N/A N/A Private — —
1Bs;Er3rZoone Trail Rain 410 Rain Barrel Complete N/A N/A Private — —
1253 Vintage Drive . .
Rain Barrel 411 Rain Barrel Complete N/A N/A Private — —
1Bi%?eIShore Drive Rain 412 Rain Barrel Complete N/A N/A Private — —
lBiirselD aves Road Rain 413 Rain Barrel Complete N/A N/A Private — —
26_Brookf|eld Road 414 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
3426 Kings Retreat . .
Court Rain Barrel 415 Rain Barrel Complete N/A N/A Private — —
3444 Constellation 416 Rain Barrel Complete N/A N/A Private — —
Drive Rain Barrel
17?9 Woodlore Road 417 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
402 Be'? Oaks Drive 418 Rain Barrel Complete N/A N/A Private — —
East Rain Barrel
7B?;?r3ayard Road Rain 419 Rain Barrel Complete N/A N/A Private — —
110 Lockleven Drive 420 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
19(.)6 Harcourt Avenue 421 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
1757 Crofton Parkway 422 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
1Bsafrs§elE ton Way Rain 423 Rain Barrel Complete N/A N/A Private — —
ggrillmet Land Rain 424 Rain Barrel Complete N/A N/A Private — —
448 West Maple Road 425 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
étfrsllmms Road Rain 426 Rain Barrel Complete N/A N/A Private — —
51% Whitehorse Court 427 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
62? Cadbury Drive 428 Rain Barrel Complete N/A N/A Private — —
Rain Barrel
77(.) Brushwood Court 429 Bioretention Complete N/A N/A Private — —
Rain Garden
Richard Henry Lee 430 Bioretention Complete N/A N/A Private — —
Rain Garden
82:.39 Chalet Court 431 Bioretention Complete N/A N/A Private — —
Rain Garden
Ben O{iks Living 432 Living Shoreline Complete N/A N/A Private — —_
Shoreline
ZBgrl?g)lone Trail Rain 445 Rain Barrel Complete N/A N/A Private — —
185?;% Trail Rain 446 Rain Barrel Complete N/A N/A Private — —
1BﬁreBloone Trail Rain 447 Rain Barrel Complete N/A N/A Private — —
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Project Contract Funding Budgeted ture To
Project Name 1D Project Type Status Number Number Source Cost Date
gz:; r?glone Trail Rain 448 Rain Barrel Complete N/A N/A Private — -
182?;?99 Road Rain 449 Rain Barrel Complete N/A N/A Private - -
1B(;erloone Trail Rain 450 Rain Barrel Complete N/A N/A Private — —
15?1 r?glone Trail Rain 451 Rain Barrel Complete N/A N/A Private — -
gi r?;one Trail Rain 452 Rain Barrel Complete N/A N/A Private — —
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AA
AA County
County Expendi-
Project Contract Funding Budgeted ture To

Project Name 1D Project Type Status Number Number Source Cost Date

H. Assessment of Controls

Assessment of controls is critical for determining the effectiveness of the NPDES
stormwater management program and progress toward improving water quality.
Therefore, the County shall use chemical, biological, and physical monitoring to
document work toward meeting the watershed restoration goals identified in Part 111.G.
Additionally, the County shall continue physical stream monitoring in Picture Spring
Branch in the Severn River watershed to assess the implementation of the 2000
Maryland Stormwater Design Manual or other innovative stormwater management
technologies approved by MDE. Specific monitoring requirements are described below.

1. Watershed Restoration Assessment

The County shall continue monitoring the Parole Plaza outfall and Church
Creek in-stream station in the South River watershed or select and submit for
MDE’s approval a new watershed restoration project for monitoring. Ample time
shall be provided so that pre-restoration monitoring, or characterization
monitoring, can take place. Monitoring activities shall occur where the
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cumulative effects of watershed restoration activities can be assessed. An outfall
and associated in-stream station, or other locations based on a study design
approved by MDE, shall be monitored. The minimum criteria for chemical,
biological, and physical monitoring are as follows:

a. Chemical Monitoring

i. Twelve storm events shall be monitored per year at each monitoring
location with at least three occurring per quarter. Quarters shall be based
on the calendar year. If extended dry weather periods occur, baseflow
samples shall be taken at least once per month at the monitoring stations
if flow is observed,;

ii. Discrete samples of stormwater flow shall be collected at the
monitoring stations using automated or manual sampling methods.
Measurements of pH and water temperature shall be taken;

iii. At least three samples determined to be representative of each storm
event shall be submitted to a laboratory for analysis according to methods
listed in 40 CFR Part 136 and EMC shall be calculated for:

Biochemical Oxygen Demand (BODs)  Total Lead

Total Kjeldahl Nitrogen (TKN) Total Copper
Nitrate plus Nitrite Total Zinc

Total Suspended Solids Total Phosphorus
Total Petroleum Hydrocarbons (TPH)  Oil and Grease*
Fecal Coliform or E. coli (*Optional).

iv. Continuous flow measurements shall be recorded at the in-stream
monitoring station or other practical locations based on an approved
study design. Data collected shall be used to estimate annual and seasonal
pollutant loads and for the calibration of watershed assessment models;

Status:

Anne Arundel County continues to conduct a long-term monitoring program to
satisfy the above permit conditions. This monitoring program includes chemical,
biological, and physical monitoring in the Church Creek subwatershed located in
the South River Watershed. Monitoring for this permit reporting period extended
from October 2012 through June 2013, or for nine months. The full Church Creek
monitoring report can be found in Appendix B and the data required to support this
section are also provided in Appendix B in the prescribed format.

The chemical monitoring activities take place at two monitoring stations in the
Church Creek subwatershed:
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e Parole Plaza Station: Outfall representing a highly impervious (87 percent)
commercial land use which was redeveloped in 2007 as the Annapolis Towne
Centre; the construction incorporated stormwater management into the redevel-
opment (i.e. a restoration station); and

e Church Creek Station: An instream station approximately 2,000 feet down-
stream of the Parole Plaza monitoring station.

During the 2013 reporting period, six storm events were sampled and two baseflow
samples were collected and analyzed. Storm event samples were collected from
both stations for the rising, peak, and falling limbs of the hydrograph. Samples were
analyzed for the parameters previously listed plus Hardness, which will be a
requirement in the fourth generation NPDES MS4 Permit.

Continuous water level measurements were taken at the Church Creek instream
station and were used to calculate flows and pollutant loads. Continuous level
measurements were also taken within both the 60” corrugated metal pipe and the
54” reinforced concrete pipe at the Parole Monitoring Station. Flow measurements
for sampled storms were used to develop EMCs for the storm events, which were
used to calculate pollutant loads for the watershed.

Over several years of monitoring, the EMCs for many of the parameters are fairly
consistent; however, during the redevelopment of the Annapolis Towne Centre,
many of the EMCs increased dramatically. This coincides with documented
discharges of sediment-laden stormwater from the construction site. Following
completion of the construction, substantial reductions in many of these EMCs were
found. The reductions continued beyond historic preconstruction levels. During the
2010 reporting year, however, EMCs for many of the parameters stabilized and
remained fairly consistent through 2012, with the exception of a slight rise in
BODS5, and a sharp rise in E. coli. The sharp rise in E. coli observed at each station
is probably due to a sewage spill that occurred at the Annapolis Towne Centre at
Parole on August 6, 2012. Pollutant concentrations in 2013 decreased when
compared to those from 2012, with the exception of a rise in TPH, and the continued
sharp rise in E. coli. The rise in TPH is due to an increase in the detection limit, and
may not be associated with an actual increase in concentration as all TPH
concentrations fell below the detection limit. It is important to note that these plots
do not include summer season data, which is often the season that produces the
highest event mean concentrations for many of the parameters.

Further discussion of the monitoring activities at these stations and the resulting
data can be found in the included monitoring report in Appendix B.

b. Biological Monitoring

i. Samples shall be gathered each spring between the outfall and in-stream
stations or other practical locations based on an approved study design; and
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ii. The County shall use the EPA’s Rapid Bioassessment Protocol 111 or
other similar method approved by MDE.

Status:

A total of four 75-meter biological monitoring reaches are positioned along Church
Creek between the Annapolis Towne Centre outfall and the Church Creek in-stream
water quality monitoring station. Benthic macroinvertebrate samples were
collected from these stations in March 2013, following the MBSS spring index
period protocols. One station is located on the Parole Plaza Tributary just below
Forest Drive, two stations are located along the Church Creek mainstem, on either
side of Solomons Island Road (Maryland State Highway 2), and a fourth site,
located just upstream of the confluence with the Parole Plaza Tributary, was added
in 2007 to monitor the effects of runoff from the adjacent Annapolis Harbour Center
and Festival at Riva shopping centers.

The biological condition at each station was evaluated using the BIBI developed
for use in Maryland’s Coastal Plain streams. Results of the 2013 sampling period
indicate that biological conditions within the Church Creek study area continue to
be impaired by urbanization within the surrounding watershed. Since 2006, all
stations have consistently been rated as either ‘Poor’ or “Very Poor.” The number
of EPT taxa, the number of Ephemeroptera and the percent Ephemeroptera were
low for all stations.

The physical habitat quality was evaluated using both the MBSS Physical Habitat
Index (PHI) and EPA’s Rapid Bioassessment Protocol (RBP). The stream physical
habitat remains degraded throughout the entire study reach and appears to have
changed very little from prior years. The close proximity to roads and development,
along with a lack of instream woody debris and stable epifaunal substrate, prohibits
the stream from supporting a diverse and healthy macroinvertebrate community.
Elevated levels of dissolved solids indicate the presence of water quality stressors.
These appear to be a few of the factors limiting the biological conditions within
Church Creek. The results of the biological monitoring program are included in
Appendix B.

c. Physical Monitoring

i. A geomorphologic stream assessment shall be conducted between the
outfall and in stream monitoring locations or in a reasonable area based on
an approved study design. This assessment shall include an annual
comparison of permanently monumented stream channel cross-sections and
the stream profile;

ii. A stream habitat assessment shall be conducted using techniques
defined by the EPA’s “Rapid Bioassessment Protocol for use in Streams and
Rivers,” or other similar method; and
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iii. A hydrologic and/or hydraulic model shall be used (e.g., TR-20, HEC-
2, HSPF, SWMM, etc.) to analyze the effects of rainfall; discharge rates;
stage; and, if necessary, continuous flow on channel geometry.

Status:

Due to the highly altered conditions of the drainage area and stream channel in the
study area, reliable bankfull indicators were often difficult to locate in the field,
thus leading to a fair amount of professional judgment used to interpret the data and
categorize the stream segments. This means that categorization of some of the
stream segments may change dramatically from year to year. Table 12 is a summary
of each reach and its classification.

Table 12. Physical Characterization Summary

Reach

2012 2013

Classification

Classification

Notes

XS-1

F5

F4

Channel degradation, loss of floodplain connectivity,

and widening indicate this channel is not stable.

XS-2

G5c G5c

Actively degrading and widening with lack of
sinuosity; shifting to a less-stable form.

XS-3

Not classified G4c

This section was recently stabilized with modification
to the channel dimensions, so it was deemed
inappropriate to classify in 2012.

XS-4

Low entrenchment, low width/depth ratio, low slope,

€5 and well-connected floodplain.

XS-5

C3/5 F4/3

Slight entrenchment, moderate width/depth ratio, and
low sinuosity.

While geomorphic data collected in the Church Creek study area were generally
consistent with previous measurements, significant departure from expected values,
as derived from Maryland Coastal Plain regional relationships of bankfull channel
geometry, were observed for cross sectional area, bankfull width, and bankfull
depth dimensions. All dimensions were generally larger in the Church Creek study
area, and were more similar to relationships of bankfull channel geometry derived
from urban watersheds. This reflects the higher level of imperviousness in the study
area, as compared to those levels in the drainage areas used to develop the regional
relationship data.

Additional information and data pertinent to the water quality, biological, physical
and habitat assessments of Church Creek are included in the Chemical, Biological,
and Physical Characterization of the Church Creek and Parole Plaza NPDES
Monitoring Stations: 2013, located in Appendix B.
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d. Annual Data Submittal

The County shall describe in detail its monitoring activities for the previous year
and include the following:

i. EMCs submitted on MDE’s long-term monitoring database as specified
in Part IV.A.2.d;

ii. Chemical, biological, and physical monitoring results and a combined
analysis for Parole Plaza or other approved monitoring locations; and

ili. Any requests and accompanying justifications for proposed modifications
to the monitoring program.

Status:

The required EMCs and monitoring database are found in Appendix B. This
database has been revised from previous versions to comply with the recent update
to the database formatting requirements provided by MDE with the draft fourth
generation Permit. Also included in this Appendix is the report entitled Chemical,
Biological, and Physical Characterization of the Church Creek and Parole Plaza
NPDES Monitoring Stations: 2013, which provides greater detail on the work
performed in this watershed.

During the 2014 reporting year, the County will continue the monitoring program
at the Church Creek and Picture Spring Branch Stations. In the near future, the
County will investigate other potential candidate sites for the long term monitoring
program and, should an appropriate candidate site be identified, will propose the
relocation of the monitoring stations.

2. Stormwater Management Assessment

The County shall continue monitoring in Picture Spring Branch for determining
the effectiveness of stormwater management practices for stream channel
protection. Physical stream monitoring protocols shall include:

a. An annual stream profile and survey of permanently monumented cross-
sections in Picture Spring Branch to evaluate channel stability in conjunction
with the ensuing development of the West County Library site;

b. A comparison of the annual stream profile and survey of the permanently
monumented cross-sections with baseline conditions for assessing areas of
aggradation and degradation; and

c. A hydrologic and/or hydraulic model shall be used (e.g., TR-20, HEC-2,
HEC-RAS, HSPF, SWMM, etc.) to analyze the effects of rainfall; discharge
rates; stage; and, if necessary, continuous flow on channel geometry.
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Status:

Physical condition and habitat monitoring for Picture Spring Branch, in the vicinity
of the West County Library site, began in 2003 and is conducted annually. Five
permanent cross-sections were established throughout the study area to evaluate
channel stability over time. Three cross-sections are located on the North Tributary,
including one downstream of Maryland State Highway 170, and one on the South
Tributary. It should be noted that the South Tributary does not receive significant
stormwater runoff from the West County Library site. The majority of the runoff
from this site drains to the North Tributary.

In 2013, these cross sections were re-measured and longitudinal profile surveys
were conducted along both the North Tributary (totaling 1,935 linear feet) and
South Tributary (totaling 366 linear feet). Channel dimensions along the North
Tributary have not changed substantially from baseline conditions, although some
minor aggradation was noted. Channel dimensions appear fairly constant for two
out of the five cross sections, compared to baseline condition. Generally, only very
minor changes were observed from baseline conditions in cross sections XS-2 and
XS-3, showing signs of minor aggradation in these over-widened reaches. On the
other hand, cross sections XS-1 and XS-4 have experienced a 34.4% and 38.2%
increase over baseline conditions, respectively. Not surprisingly, these are the only
two sections not located in an engineered or partially-armored channel. Notable
stream bed erosion at cross section XS-4 is apparent and undercutting of the left
bank has occurred. Between 2012 and 2013, the cross section area of XS-4
increased by 62.8%. Although there was a 13% decrease in cross-section area
between the baseline assessment and the 2013 survey at Cross Section XS-5 (since
it has begun to fill in with sediment over time), there was also slight erosion that
occurred between 2012 and 2013 which brought the percent change down from
20% to 13% over the course of the year.

Overall, it appears that the BMPs installed as part of the development of the West
County Library site have been effective in reducing the geophysical impacts of
stormwater runoff. As noted previously, the South Tributary does not receive
significant amounts of drainage from the West County Library site.

In March 2013, a biological assessment was conducted at three previously
established 75-meter reaches within the study area. From 2006 to 2008, biological
condition in these reaches appeared to remain fairly steady with ratings of ‘Fair’ to
‘Poor’; however, during 2009 scores declined at all three sites with two of the sites
rating ‘Poor’ and one rating “Very Poor’. Since 2009 scores have improved at all
sites. In 2012 and 2013, all sites received a rating of ‘Fair’. The full biological and
geomorphological conditions report is included in Appendix C.
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I. Program Funding

1. Annually, a fiscal analysis of the capital, operation, and maintenance
expenditures necessary to comply with all conditions of this permit shall be
submitted as required in Part V.

Status:

The 2013 Annual Report covers the reporting period of October 2012 to June 2013,
and falls within the County’s 2013 Fiscal Year (FY2013). Thus, program funding
as allocated for eight months of FY2013 is addressed in this section (Table 13). The
next annual reporting period (July 2013 through June 2014) will incorporate fiscal
data from the County’s 2014 Fiscal Year and will reflect the revenue change from
general obligation bonds and County pay-go funding to a dedicated special revenue
associated with the WPRP. The WPRP Fund was implemented July 1, 2013 in
response to State legislated requirements found in HB987. This Fund will provide
the primary fiscal support for all eligible components of the NPDES MS4 Permit
program. Those permit-requirement elements not eligible for WPRP funding will
continue to be supported by the County’s annual budget process (general revenue
funds).

During the reporting period, funding for NPDES MS4 Permit compliance was
addressed through the County CIP where funding for the current County fiscal year
and the next five fiscal years is allocated to the “Stormwater Runoff Controls” and
“Water Quality Improvements” CIP project classes. Specific line items funded
through the CIP include stormwater permit compliance program, storm drain
rehabilitation, closed storm drain repairs and replacement, stormwater infra-
structure inspection and maintenance, stormwater facility retrofits, outfall repairs,
and stream and ecological restoration projects. The budget for these two project
classes for FY2013 and the projected budgets for FY2014 through FY2018 total
$34,635,000.

The Anne Arundel County operating budget for FY2013 also provides permit
compliance support through funding of personnel services (i.e., staff) associated
with permit compliance. Such support is derived primarily from the County’s OPZ,
I&P, SCD, DPW, Office of Law, and the County Health Department. Each of these
agencies has responsibility or provides support for certain permit requirements and
all must work collaboratively to achieve County compliance with permit terms.

The complete FY2013 approved County budget is available for review and
download at www.aacounty.org/Budget/index.cfm.

2. Adequate program funding to comply with all conditions of this permit shall
be maintained.
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Status:

Table 13 denotes the distribution of funding from the County’s FY2013 Capital and
Operating Budgets. This table is provided below and also as an electronic file in
the spreadsheet format that will be required for the 2014 NPDES MS4 Permit
Annual Report and beyond.

In recent years the County has experienced decreases in both operating and capital
budget allocations associated with regional and national economic fluctuations.
Such decreases affect the County’s ability to allocate staff and resources to ensure
absolute permit compliance. Nevertheless, the County continues efforts to ensure
the MS4 Program funding and staffing allocations remain at a level that allows us
to address permit obligations. Further, the availability of WPRP funding in FY2014
and beyond will provide for the resources necessary to further our compliance
efforts. The County is committed to achieving MS4 permit compliance, and strives
to maintain adequate funding to meet permit obligations.

Table 13. Fiscal Analysis

Permit Condition Fiscal Year 2013 (part)
Legal Authority $377,000
Source ID $179,000
SW Management $1,462,000
Erosion and Sediment Control $1,038,000
Ilicit Discharge Detection and Elimination $121,000
Trash and Litter Control $280,000
Property Management $328,000
Inlet Cleaning $604,000
Street Sweeping $54,000
Other Road Maintenance $613,000
Public Education $696,000
Watershed Assessment $355,000
Watershed Restoration $3,545,000
Chemical Monitoring Assessment $139,000
Biological Monitoring Assessment $108,000
Physical Stream Assessment $20,000
Stormwater Design Manual Monitoring $80,000
TMDL Assessment $443,000
Annual Report Preparation $47,000
Total Annual Cost for NPDES MS4 Program $10,489,000
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